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RULES FOR DISK DRIVE USAGE 


REMINDERS 


Never insert or remove disks when the disk drive is active (when the BUSY light is on). 

Never turn the disk drive on or off while a diskette is inserted This only applies to 810 disk drives as 
properly worlring 1050 disk drives have circuitry that prevents glitching the disk should the power be 
turned on or off while the disk is inserted, whereas the 810 may glitch (erase) data on your disk if you 
do this The 810 can glitch the disk even if it is write protected! 

Älways place a write protecr ia a disk, remove this only when you intend to write on the disk. 


MEV RULES FOR THE HAPPY ENHANCEMENT 

If your ENHANCEMENT equipped 81G diive has an add on write prctect disable switch this switch must have 
a position where the normal write protect detection mechanism is enabled, an4 the switch should be left 
in that position at all times on your ENHANCED drive, except when- you wish to write on the backside or 
on a write protected disk, for the ENHANCEMENT to work correctly and pass diagnostics.- The write 
protect system on the 810 drive is used by the ENHANCEMENT to sense the change in disks. ~-This does 
not apply to the lö50 drive as the change in disks is sensed by' a separate switch — 

Vhen firr* powered on the ENHANCED disk drive is in the buffered reading "FAST MODE". DOS formatted 
disks are usuaily safe tc use in the "FAST MODE" 

Purchased Software items on diskettes should always be protected with a write protect tab unless they 
require writing to the disk. It is not a good idea to use your disk drive to write to purchased Software 
disks ev&n though the program intends for you to do this, if possible only write to your backup copy. 
Seme copyguarded disks may not work with the "FAST READING MODE". In fact some copyguarded disk 
pregrams may misinterpret "FAST MODE" as a pirated copy and may try to erase your disk or backup. 

Eefore trying to read in a purchased Software item for the first time on an ENHANCED disk drive, be sure 
there is a write protect tab on it. However, some disks may not work correctly with a write protect tab 
installed Always backup these disks before removing the write protect tab, or select UNHAPPY MODE 
before running them. 

HAFFY COMPUTERS has found that nearly 100 % of all purchased Software that does not boot correctly in 
the "FAST READING MODE" will boot correctly when the SLOW/FAST switch on the 1050 CONTROLLER 
OPTION or the user installed 810 SLOV/FAST switch is in the SLOW position. The same can be said of 
backup disks that were made with "FORCED SLOW MODE" selected. The need is seldom to actually have 
tc select "UNHAPPY" mode if you have the SLOV/FAST switch. 


FAST, SLOW, and UNHAPPY MODES 

The Controlling program inside the HAPPY ENHANCEMENT hardware has built in buffered fast reading and 
buffered fast write with verify. The HAPPY ENHANCEMENT also has other special functions besides 
buffered writing and reading that set it apart from unenhanced Atari 810 and 1050 disk drives. 

When the disk drive is first turned on the fast reading is enabled and fast writing is disabled, also all 
special HAPPY functions are ailowed whereby the drive is said to be in HAPPY mode. The SLOV/FAST 
switch option can be used to select both slow and fast reading and writing. Vithout the SLOW/FAST 
switch, fast writing can only be selected through Software commands. The SLOW/FAST switch does not 
aife-t HAPPY mode. It should be noted that some conditions can cause the disk drive to automatically 
switch into the SLOW mode of reading and writing independant of the SLOW/FAST switch or programming. 
One such condition is when a disk created by the HAPPY BACKUP with PDB mode, PDBC mode=YES, or 
FORCE SLOW MODEsYES has been inserted in the drive. 

Vhether the ENHANCED drive is in slow or fast mode, it can also be in HAPPY mode. In HAPPY mode the 
special functions are ailowed which are utilized by HAPPY COMPUTERS Software to perform such tasks as 
disk backup, booting of PDB and COMPACTED disks, disk load tracing, and HAPPY diagnostics. In 
UNHAPPY mode, the drive can do none of these things, the drive is equivalent to a Standard disk drive. 
Also in UNHAPPY mode only slow unbuffered writing and reading are available. 

Once UNHAPPY mode is selected through the drive programming options, the HAPPY mode cannot be 
restored without turning the disk drive off and on. The disk drive should be ailowed a "POWER OFF" 
time of 10 seconds before tuming the power back on, for proper Operation. A disk drive in the HAPPY 
mode will always be listed in the HAPPY DRIVES = display of the first menu of the WARP SPEED 
SOFTWARE disk. It should be reaiixed that slow disk drive operations of reading and writing can be 
selected independantly of UNHAPPY mode, whereas UNHAPPY mode provides the maximum compatibility with 
the Standard disk drive. 

If you have trouble booting a purchased Software disk, try booting it after selecting UNHAPPY mode. Note 
that all backup disks created by the PDB backup mode of the HAPPY BACKUP program require that the 
drive be in HAPPY mode when they are first booted. 
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WARF SPEED SOFTWARE MENU PROGRAM 


PURPOSE 

The WARF SPEED SOFTWARE MENU PROGRAM provides access to most other proqrams on the VARP SPEED 
SOFTWARE disk. Th* menu program is also used to enable the tracer, display tracer Information, select 
drive programming ootions, and display Information about the current operating environment in the 
personal Computer. The menu program is always the first program loaded into the personal Computer when 
the WARP SPEED SOFTWARE disk is first booted. DOS accessable proqrams on the WARP SPEED Software 
disk are not accessable through the VARP SPEED SOFTWARE menu program. Access to the DOS accessable 
programs in the DOS directory of the WARP SPEED SOFTWARE disk is eaplained in other sections of this 
manu3l. 


FUNCTION 

The menu program is the seif booting portion of the WARP SPEED Software disk. When first booted the 
menu program unlocks and recovers the tracer information from any ENHANCED disk drive on _which the 
tracer was previously enabied. The menu program is always booted in drive one in.-ihe System., drive one 
may he any ATARI serial bus, single density compatible disk drive. Drive one does not haLVier to be an 
ENHANCED drive. The menu program allows the user to select a function by pressing the number on the 
personal Computer keyboard that corresponds to the number of that function displayed nent to~the name of 
that function on the Video screen. 


BUILT IN FUNCTIONS 

Once the menu program is booted, and the menu displayed, access is immediately provided to those 
fanctions which are built into the menu program without reaccessing the WARP SPEED SOFTWARE DISK. 
These indude the following: 

0) OTHER FEATURES (message printed only) 

1) DRIVE OFTIONS 
7> ENABLE TRACER 
9) DISPLAY TRACER INFORMATION 

A description of each of the above built in functions is provided in this section on the menu program. 

FUNCTIONS THAT ARE LOADED BY THE MENU PROGRAM 

Other fanctions available through the WARP SPEED SOFTWARE menu require accessing a disk drive and 
loading that program into memory. The menu program will automatically provide the setup needed by the 
selected program, load that program into the personal Computer memory, and transfer control to that 
program. Once the requested program begins to load into memory it is not possible to return to the menu 
program without rebooting the personal Computer from the WARP SPEED SOFTWARE DISK. Those functions 
which require accessing a disk drive to load include the following: 

2> DIAGNOSTIC 
3) SECTOR COPIER 
4; HAPPY BACKUP PROGRAM 
5) HAPPY COMPACTOR PROGRAM 
6> MULTI DRIVE PROGRAM 

Separate sections describing the purpose, function, and usaqe of each of these proqrams are included in 
these instructions. 


MENU PROGRAM - INFORMATION DISPLAYED 

The menu of the seif booting menu program displays information about the environment in which the WARP 
SPEED SOFTWARE is operating. This information inciudes the personal Computer memory size, the 
RAMDISK type (only some are detected and supported), which disk drives connected to the personal 
Computer are enabied as HAPPY ENHANCED drives, and whether or not the tracer information has been 
recovered from the most recent disk esecution trace. This information is cf importance to the WARP 
SPEED SOFTWARE user. The meaning of these items is discussed below. 

RAMDISK & TYPE 

The WARP SPEED SOFTWARE*s SECTOR COPIER PROGRAM is at present the only proqram in the WARP SPEED 
SOFTWARE disk the supports RAMDISKS. At present only RAMDISKS that appear to the Computer as AXLON 
TYPE, or 130XE type are detected, displayed^,. and utilized. The RAMDISK Status on the menu display will 
teil vcu (if you have a RAMDISK) whether or not you have the select switch in the correct position (if 
there is a select switch). You must re-boot the WARP SPEED SOFTWARE if you change a RAMDISK select 
switch. There are many varieties of RAMDISK schemes now being installed by Atari Computer users. 
Most fall into the category of AXLON type, or 13ÖXE type. Even though your RAMDISK may have more, 
the AXLON type is considered to have 128K, and the 130XE type is considered to have d4K, of RAMDISK 
area. HAPPY COMPUTERS cannot directly Support every commercial or homebrew RAMDISK. There are 
instructions available (see technical information) on how to modify our programs to use your RAMDISK. 
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PERSONAL COMPUTER MEMORY SIZE 


The personal Computer memory size dispiayed by the roenu program is the total amount o£ contiguous 
random access memory available for holding programs and data. The amount of memory is usually 16K, 
24K, 32K, 4QK, 48K, or 52K. A MOSAIC RAMDISK may be dispiayed as 52K, with no RAMDISK shown. If 
you have an XL or XE Computer it is not necessary to hold down the option key while Ioading the WARP 
SPEED SOFTWARE. The WARP SPEED SOFTWARE menu program will automatically detect and disable the 
built in BASIC so you will have 48K Although your Computer may have more than 48K, only the 
contiguous unsegmented address space of the Computer is shown. 

Each WARP SPEED SOFTWARE program uses the first part of the personal computer's memory to hold the 
program itseJf. The remainder of the personal computer's contiguous memory is used by the program for 
storing the disk data being copied. With one disk drive it is especially desirable to have as much 
personal Computer memory as possible available to the WARP SPEED SOFTWARE programs^ss that fewer 
insertions of source and destination disk are needed. 

Certain plug in or switch selected options in the personal Computer cause less contiguous memory to be 
available For exaraple any cartridge plugged in may cause 8K, 16K, or even 20K less memory to be 
available in a 48K or 52K Computer. Paying attention to the personal Computer memory size will alert you 
to the need to select switch options, plug in memory boards and or remove cartridges that may be 
tamporarily stealing memory. 

HAPPY DRIVES - WHICH DRIVE NUMBERS 

The menu program displays the drive numbers of all ENHANCED disk drives which are plugged into the 
personal Computer and turned on HAPPY 1050 drive numbers are dispiayed in inverse Video while HAPPY 
810 drive numbers are not. An ENHANCED disk drive which has been placed in the "UNHAPPY“ mode does 
not appear to the System as a HAPPY drive. The menu program will "re-detect" which drives are in 
HAPPY mode each time you press the RESET button (may be labled SYSTEM RESET). Older HAPPY 810 
drives that do not have the rev 7 Upgrade will not be dispiayed as a HAPPY drive in the Iist; they cannot 
be used with rev 7 Software. 

Most of the programs on the WARP SPEED SOFTWARE disk will only work with HAPPY ENHANCED disk drives 
that are recognized by the menu program. Always press RESET after changing the ENHANCED drive 
configuration once the menu program is loaded. Having the menu program recognize the proper HAPPY 
drive configuration aiiows the WARP SPEED SOFTWARE to select the source and destination drives. 

HAVE TRACER INFORMATION - YES or NO 

This display teils you whether or not the “TRACKS USED“ Information of the program ’traced' has been 
recovered during the load of the WARP SPEED MENU PROGRAM. See the section on ENABLE TRACER, COPY 
PER TRACER, and COMPACT program for further Information. If “YES“ then the tracer Information will be 
available to other WARP SPEED SOFTWARE programs when they are loaded. 

LOADIMG THE WARP SPEED SOFTWARE 

The HAPPY COMPUTERS WARP SPEED SOFTWARE programs disk is a seif booting disk that is booted in disk 
drive 1 Drive 1 may be any ATARI serial bus connected, single density compatibie disk drive. Boot this 
disk as with any other seif booting disk. It is suggested that you remove any plug in cartridges before 
booting. Do not use any “TRANSLATOR“ with the WARF SPEED SOFTWARE. 

Once the WARP SPEED SOFTWARE disk is booted, the menu of functions is dispiayed. Examine the 
Information at the bottom of the screen as per the previous page before proceeding to select a function. 
Press the numfcer corresponding to the function you wish to execute as dispiayed on the menu. 

DRIVE OPTIONS 

Pressing 1 from the WARP SPEED SOFTWARE menu selects the enhanced DRIVE programming OPTIONS. If 
you have more than 1 HAPPY drive you will be asked to select which drive you which to program. The 
list of options for that drive will appear; select the number corresponding to the function you desire. 
Pressing 0 aJIows you to return to the main menu with no programming change. None of the DRIVE 
programming OFTIONS remain in a 1050 HAPPY when the HAPPY BACKUP, COMPACTOR, or MULTI DRIVE 
programs are used as these programs initialize the 1050 HAPPY before it is used by them. 

SET UNHAPPY MODE 

Pressing i causes the selected drive to be programmed into the UNHAPPY mode. From that point on, until 
the drive power is turned off and on, that disk drive will function as a Standard disk drive. In the case 
of the 1050 HAPPY drive the true double density features are still available, which differentiates the 
UNHAFFY 1050 from the Standard i05Ö. The UNHAPPY drive will be slow (unenhanced speed) and unable to 
perform any of the HAPPY functions. It will not be recognized by the System as a HAPPY drive. 

To reverse this effect you should first remove any disk that may be inserted if this is an 810 drive (not 
needed on 1050), turn the disk drive off, wait 10 seconds, and then turn the disk drive back on. An 
easy way to set UNHAPPY mode in drive 1 is to hold the "1“ key down while the WARP SPEED SOFTWARE 
is booting. Once the MENU program is ready, holding 1 down will select drive options, drive 1, and 
UNHAPPY mode, without the need to look at each menu. 



DRIVE GFTIQNS CONTINUED - INIT DRIVE 

Pressing 2 causes the drive to execute its 'power on reset* routine. The drive is then in a state as if 
it's power switch had just been turned on. Any other programming previously done to the drive is lost. 
This includes the CHANGE DRIVE # that may have been programmed (see below). It is necessary that 
you press SYSTEM RESET if you want the MENU program to correctly detect which drive number that drive 
is in this case. Also in this case you may wind up with duplicate drive number assignment, see below. 

CHANGE DRIVE # 

This command allows the user to change the physical drive number without changing the‘drive select 
switches at the rear of the drive. Although direct programming (see technical info) would allow you to 
select any drive number there is a limit here of selecting drive 1-4 as the new drive number. The 
change tafces place immediateiy on the 810 HAPPY. The change does not take place on the 1050 HAPPY 
untii the door is opened and closed, or just closed if it is aiready open. If the chan^you request 
results in more than one drive having the same select number (duplicate drive number assignment) you 
will not be abte to properiy access either drive untii the Situation is remedftd, i.e. turn one of the 
drives off, or turn it off and on to reset this drive number change. Always press RESET so the MENU 
program knows which drives are HAPPY. V-: 

SET NEW OFF DELAY __ 

This command allows modifying the drive's motor turn off delay. The motor turn off delay time is the time 
from when the last read or write Operation accessed the disk (there is a difference between slow and fast 
modes) to the time when the disk drive turns off. It therefore also Controls the fast writing delay time 
(see below). For most applications, the built in delay time with no programming Option change, provides 
the best drive utilization. The actual resultant delay time may be affected by activity in other disk 
drives or peripherais connected to the personal Computer. Delay values from A-Z are aliowed. These 
values have substantially different effect on 810 and 1050 HAPPY drives. The shortest delay for the 810 
is the setting M Z", the shortest delay for the 1050 is a setting "A”. The 810 has a much longer maximum 
delay at the other end of the settings. 

SET TO U.S. EMU - 1Ö5Q HAPPY DRIVES ONLY 

If ycur 1050 HAPPY has a rev 2 or higher rom (see ENHANCEMENT DIAGNOSTIC), selecting SET TO U.S. 
EMU mode only enables fast writing. Rev 2 roa 1050 HAPPYs are the only type we have shipped for over 
a year. See SET TO FAST WRITE. For those with rev 1 rom, this Option programs the rev 1 1050 to 
have the faster ULTRA SPEED (trademark of ICD) commands. This allows slightly higher speed than the 
rev 1 rom 1050 HAPPY would otherwise have with the SECTOR COPIER, WARP SPEED DOS, WARP SPEED 
DOS XL, and TOP DOS 1.5. Selecting SET TO U.S. EMU will make either rev HAPPY 1050 work with some 
versions of SPARTA DOS (by ICD) which is not available from HAPPY COMPUTERS. Those versions of 
SPARTA DOS that work with the HAPPY 1050 are not fully compatible unless either FAST WRITE or SET 
TO U.S. EMU is selected for rev 2 rom 1050 HAPPYs, or SET TO U.S. EMU is selected for rev 1 1050 
HAPPIES. 

SET WRITE ENABLE/PROTECT - 1050 HAPPYs with CONTROLLER ONLY 

For 1050 HAPPYs with CONTROLLER only. These options utilize the CONTROLLER hardware to control the 
disk drive write protect as indicated. For a CONTROLLER with the factory installed jumpers unchanged, 
these commands take priority over the Position of the CONTROLLER write protect switch. For example, 
once the Option for write enable is selected, no matter what Position the switch is in you can still write 
to the disk. If you select write protect and then select UNHAPPY mode, which prohibits any further 
drive programming, then no mortal influence can make your disk drive write to a disk untii its power is 
reset! 


SET TO FAST WRITE 

The 1050 ENHANCEMENT and 810 rev ? equipped ENHANCEMENT have one of the most exciting innovations in 
"smart“ disk drive technology. The buffered fast write with verify built into these HAPPY products 
allows much faster write with verify than the unenhanced drive. FAST writing is not noraaliy enabled 
when the disk drive is first turned on. If you have a SLOW/FAST switch Option you can enable the fast 
writing by first having the switch in the SLOW position when the drive is first turned on, or when you 
init the drive per that Option, and then moving the switch to the,FAST position. This is especially 
useful when using Utilities which have to boot in the SLOW reading mode with the switch in the SLOW 
Position; but then after booting you can operate on your data disks using both fast reading and writing by 
moving the switch to the FAST position. 

With fast writing enabled both write without verify and write with verify commands are translated into fast 
buffered write with verify, since the buffered write with verify can be faster than write without verify! 
It should be noted that the SECTOR COPIER/VARP SPEED DOS XL, WARP SPEED DOS, and TOP DOS 1.5 
all automatically tum on the HAPPY's fast writing. The below mentioned cautions therefore also apply to 
these programs. Once the fast writing is enabled it stays enabled untii the disk drive is reset, although 
it may be temporarily disabled by the SLOW/FAST switch, by special Information on the disk inserted, or 
by specific programming commands issued to the drive. Although the HAPPY BACKUP, COMPACTOR, and 
MULTIDRIVE use a fast write with verify, this is independant of the fast write selectable by the user, 
and the restrictions Iisted below do not apply. (continued) 
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DRIVE OPTIONS - SET TO FAST WRITE CONTINUED 

It is important to understand that the HAPPY drive does not actually write the data to the disk at the 
moment the Computer sends the data and write command to the drive. Rather, it usually collects the 
data and writes and verifies usually more than 1 sector sometime later. Although the Computer may teil 
you that your writing Operation is finished, the disk drive may not be finished doing the 30 b. Although 
there are other ways to force the disk drive to finish, the only easy way you can be certain is to wait 
until the disk drive busy light goes out before removing the disk just written to. The 'fast writing delay 
time' (same as motor tum off delay time) causes the actual write/verify of data to the disk surface to 
occur just before the disk drive spindle motor turns off. Again as the first rule in these instructions 
States, you should not remove the disk while the busy light is on. 

The drive may not be able to complete the write with verify correctly. This can be caused by a bad 
diskette, a hardware malfunction, or most Iikely by the user removing the diskette before-the busy light 
went out. In this case the disk drive may have already told the personal Computers Software it was 
finished writing. Since the Computer cannot be told at this later time that an error occurred, ~±he disk 
drive may indicate this error condition by flashing the busy light on and oft several times per second. 
The disk drive will continue to do this and not respond (give errors only) to any subsequent request 
from the personal Computer until the user takes appropriate action to recognixe this error condition. ~ 

The easiest way to teil the disk drive that you acknowledge this error condition is to open the door and 
remove the disk (if you haven't already), insert the same or another disk, and close the door. This does 
not correct the write/verify error, it merely informs the disk drive that you are aware of the problem. It 
is still your responsibility to take steps to save whatever your data is that was not written/verified 
correctly. You may simply have to re-do the Operation using a good disk. Note that if you reaoved the 
disk while the drive was writing it is possible (but very uniikely) that you giitched other nearby areas on 
the disk. 

Since the 1050 disk drive has a separate switch on the door Iatch, it can always teil when you have 
opened and closed the door and it will always be able to display the flashing busy light (error 
indication). The 810 disk drive has no door sensing switch. The only way the 810 can sense the change 
in disks is through the write protect sensor. With an 810 it is possible, but uniikely, that you removed 
the disk while writing was occuring, that the disk drive began to display the flashing busy light error 
condition, and then saw the change in the write protect sensor while you were removing the disk and 
thought (?, no I guess even HAPPYs don*t think) you had responded to the error condition. In this case 
with the 810 you missed the error display! DON'T TAKE THE DISK OUT TILL THE BUSY LIGHT GOES OFF. 
If you are impatient change the "off delay". 

Note that if the last Operation requested to the drive is not a write there is no worry in removing the 
disk before the busy light goes out. So if you display the directory, or open a file for reading after all 
your writing is finished, there can be no Ioss of data if you take the disk out before the busy light goes 
out. 

Note that the SECTOR COPIER and WARP SPEED DOS in the older revision 5 WARP SPEED SOFTWARE did use 
fast write with verify but the personal Computer had more control of the drive doing this, and the 
personal Computer never told you it was done before the write/verify was actually compieted. The rev 7 
versions of these programs for both 810 and 1050 are not like that. 

The above section was not meant to scare you! If your drive is working okay (we provide diagnostics) and 
you use good quality disks, and YOU LEAVE THE DISK IN UNTIL THE BUSY LIGHT GOES OUT, you should 
never have a problem. We have been using the buffered fast write with verify in our Office at HAPPY 
COMPUTERS for over two years and with our mix of 10 drives both 810s and 1050s have never had a 
failure except when we took the disk out too soon, and were always able to recover from this easily. 
This whole deal of taking the disk out too soon is why we made fast write/verify an Option you had to 
select rather than having it enabled when the drive is first turned on. 

For 1050 HAPPYs, if you have a rev 2 ROM (see previous page SET TO U.S. EMU) you should be able to 
worfc with SpartaDOS at high speed. You must enable FAST WRITING before writing with SpartaDOS. The 
WARP SPEED DOS, WARP SPEED DOS XL, TOP DOS 1.5, and SECTOR COPIER all automatically enable fast 
writing. This must remain enabled when writing to the disk with these programs or the data written will 
be incorrect! 


THE TRACER FUNCTION - PURPOSE 

The TRACER function of the ENHANCEMENT is a valuable tool. The TRACER determines which tracks on a 
disk are used by a particular seif bdoting disk program. The data resulting from the TRACE of a seif 
booting disk is used by the COPY PER TRACER command in the HAPPY BACKUP programs, and by the 
COMPACT disk command in the HAPPY COMPACTOR program. The COMPACTOR program would not be 
possible without the TRACER function. Copying disks with the TRACER will usually take less time than 
copying the whole disk, especially if more than 1 copy is made, since less than the total 40 tracks of 
the disk are copied. 

With disks that are formatted by DOS, the directory may be examined using one of the many disk utility 
tools to deteraine which sectors on the disk are used. With a purchased Software item which does not 
have a directory, the Software supplier will usually not provide the Software user with a list of which 
tracks on the disk are used. The tracer function of the WARP SPEED SOFTWARE provides the capability 
to deteraine the tracks used without a disk directory or published information from the Software supplier. 
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THE TRACER eontinued - FUNCTION 

The TRACER programs the HAPPY ENHANCED disk drive to observe and record the Ioading process of a seif 
booting disk while that disk is Ioading. The tracer does NOT examine the program itself to determme 
the Ioading sequente. Instead the tracer is a program whieh runs in an ENHANCED disk drive that sees 
and remembers eech read and write Operation that occurred while a program was Ioading. 

If the TRACER is ena'iied on a HAPPY drive in the drive 1 position, that drive will be temporarily in the 
UNHAFFY S SLOW RIADING mode and will, without the personal Computer knowing it, remember the 
number of each track that was accessed while a program is loaded. If the TRACER is enabled on a HAPPY 
drive which is not in the drive 1 position, (when drive 1 is not a HAPPY ENHANCED drive) that drive will 
watch the ATARI serial I/O bus and remember the number of each track that the personal Computer told 
drive 1 to access, without drive 1 or the personal Computer knowing this. While the TRACER is enabled 
on a HAPPY drive which is not drive 1, that drive will not respond to the personal Computer at all until 
the TRACER is unlocked. 

The HAPPY drive programmed in the TRACER mode will continue to TRACE the Ioading process of disks 
until the WARP SPEED SOFTWARE menu program is re-booted, which unlocks the TRACER which was 
enabled on any HAPPY drive and returns the “TRACKS USED" information to the personal Computer for use 
by the various WARP SPEED SOFTWARE programs. > 

WHICH DISKS MAKE SENSE TO TRACE 

The Ioading of any seif booting disk may be traced. The trace of some seif booting programs does not 
make sense. Programs which do not make ser.se to trace are those which re-access the disk drive while 
the program is being executed. These programs include such items as graphic adventures, which 
re-access the disk for each new screen displayed, or games which re-access the disk after fimshmg a 
particular level of play. 

Some seif booting disks may first boot and display a title screen, and then continue booting. At some 
point the program may never need to re-access the disk. This type of program may be successfully 
traced, provided you have executed it to the point where the disk is no longer accessed. 

The most precise determination for the user to select whether or not to use the tracer on a particular seif 
booting disk is as follows: if you can cause the seif booting program to access all data on its disk that 
it will ever need, then a trace of that program execution will be complete and will contain all of tu« 
needed "TRACKS USED" information. If it cannot be determined that a seif booting disk has accessed all 
of the tracfcs it will use, do not use the TRACER. 

Disks that can only be copied by the HAPPY BACKUP using PDB mode copying do not make sense to trace, 
since the PDB file already contains all the information needed by the HAPPY BACKUP to efficiently make a 
backup of that disk. 

US TNG THE TRACER FUNCTION 

The TRACER function of the WARP SPEED SOFTWARE is automatic. From the menu of the WARP SPEED 
SOFTWARE press the number 7 to select the ENABLE TRACER FUNCTION. You must have a HAPPY 
ENHANCED drive tumed on, connected to the personal Computer, and selected as any drive from 1 to e tor 
the TRACER to be enabled. After pressing 7 the menu program will display the drive number on which tne 
tracer was enabled. This will be the first ENHANCED drive in the System , starting with drive 1. K 
there is some problem encountered by the menu program when you request ENABLE TRACER, this proßiem 
will be reported and the tracer will not be enabled 

Once the menu program reports that the tracer has been enabled. you should remove WARP SPEED 
SOFTWARE disk from drive one and turn off the personal Computer. Do not turn off the ENHANLtu aisk 
drive that the tracer was enabled on. If you do turn off the disk drive on which the tracer was enabled, 
the tracer function will not occur and any tracer data will be lost. 

Insert the seif booting disk you wish to trace into drive 1 and follow the booting procedure needed for 
that seif booting disk as soecified by the documentation for that seif booting disk Some programs may 
require a cartridge, such as BASIC, to boot correctly. Other programs demand that no Cartridge be 
inserted. or require that you hold down the option button on the newer XL Computers which have bullt l 
BASIC when turning on the personal Computer, so that the built in BASIC is disablea. 

You must execute the program you are tracing to the point where you are sure that all the data that 
program uses on the disk has been accessed at least once for the “TRACKS USED" tracer Information to 
be correct. If you cannot be sure of this, the TRACER should not be used with this disk. If 
program is a gama, you may play the game and even try to beat your old score This is just for fun• 
not required. No matter what you do with the program the ENHANCED disk drive that has the tracer 
enabled will remember all the tracks that the program accessed. 

Once the seif booting disk you are tracing has completely accessed all tracks it uses, you may then turn 
off the personal comouter. Do not turn off the ENHANCED disk drive on which the tracer was enabled^ 
Re-boot the WARP SPEED SOFTWARE disk menu program. If the tracer was enabled on drive 1, drive i 
will return to the FAST MODE automatically. If the tracer was enabled on an ENHANCED drive which was 
not drive i, that drive will now respond to the Computer as normal. (continued/ 
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USING THE TRACER FUNCTION continued 


Vhen a trace has been successfuily completed, the menu of the WARP SPEED SOFTWARE will show the 
foilowing: HAVE TRACER DATA = YES. The tracer Information may then be displayed by the DISPLAY 
TRACE function of the menu program, or may be used in the COPY PER TRACER command of the HAPPY 
BACKUP programs, or the COMPACT program command of the the HAPPY COMPACTOR program. If you turn 
off the personal Computer the tracer's "TRACKS USED“ information will be lost, and will not be available 
the nesit time you boot the WARP SPEED SOFTWARE disk, uniess you re-enable the tracer and trace that 
seif booting program again. 

DISPLAY TRACE FUNCTION 

When the menu program reports "HAVE TRACER DATA = YES", you may display the tracks used information 
of the trace of a seif booting disk by pressing the number 8 key. The track numbers for the 40 tracks 
numbered in decimal from 0 to .39 will appear on the Video screen and ne*t to each track number will be 
the word "YES" or the word "NO“. A "YES" means that the seif booting program just traced did access 
that track, a "NO" means it didn’t. Also displayed at the bottoa of the screen is the number of tracks 
used by the program in decimal, which is the number of tracks which had S" . 

If ycu write down the name of the program just traced, the tracks which were used, and the lotal number 
of tracks used and save this information in your records you will never have to use the tracer function 
again on this program. The HAPPY BACKUP programs and the HAPPY COMPACTOR program allow you to 
enter the "TRACKS USED" information directly without tracing the program again. Knowing the quantity 
of tracks used by a program is useful when you proceed to compact your Iibrary with the HAPPY 
COMPACTOR in an efficient manner; more on this later. 


DIAGNOSTIC PRÖGRAM - PURPOSE 

The DIAGNOSTIC on the WARP SPEED SOFTWARE disk checks the HAPPY ENHANCEMENT hardware, in 
addition to some of the Standard hardware of your disk drive. It does not test all functions and elements 
of your disk drive; this is performed by qualified Service technicians. Please instruct your Service 
technician to use the UNHAPPY MODE prograo Option before running any DIAGNOSTIC other than the WARP 
SPEED SOFTWARE DIAGNOSTIC, since the fast reading may interfere with other diagnostics. Note that 
the 1050 disk drive's Atari diagnostic will not function with the 1050 HAPPY; the HAPPY 1050 
ENHANCEMENT must be removed and the original Chips instailed if Atari's 1050 diagnostic is to be run. 
The WARP SPEED SOFTWARE DIAGNOSTIC is intended to check the HAPPY ENHANCEMENT hardware and 
other hardware in ycur disk drive which is critical to proper ENHANCED disk drive performance. 

FUNCTION 

The DIAGNOSTIC programs the ENHANCED disk drive to perform certain tests and measurements and reports 
to the user any failures. The DIAGNOSTIC tests may only be used with ENHANCED disk drives. The 
user selects which test to run and-the user must interpret the resuits. Due to the interaction of the 
Computer and all peripherals connected, it is possible that a diagnostic test failure can be caused by a 
Problem not in that disk drive. 

RUNNING THE DIAGNOSTIC 

Boot the WARP SPEED SOFTWARE disk as described in these instructions. Be sure that the WARP SPEED 
SOFTWARE disk is still in drive 1 and press the number 2 to select the diagnostic. The diagnostic will 
be leaded from the disk and take control of the System. You cannot go back to the menu uniess you 
re-boot the WARP SPEED SOFTWARE disk. As soon as the DIAGNOSTIC finishes loading, you will see the 
DIAGNOSTIC title screen. The WARP SPEED SOFTWARE MENU and DIAGNOSTIC program do not require an 
ENHANCED drive to load. If for some reason your ENHANCED drive is not reading correctly, you can still 
load the diagnostic on an unenhanced drive. 

If you press reset while the diagnostic is running, the title screen will again be displayed and the 
program will restart. Sometimes if you press reset while a drive test is in progress, and then try to 
select that drive to run a test, you will get an error message. This is caused by the fact that the drive 
is still running the last test, and is not reset by the RESET key on the Computer. If you wait a few 
seconds the problem will go away when the drive finishes the test and again responds to the personal 
Computer. 

To start the DIAGNOSTIC program enter the drive number (1-8) that you wish to run the diagnostic on. 
Only ENHANCED drives in the HAPPY mode can be selected, or an error message will result. The HAPPY 
drive type, i.e. 810 or 1050, and a'list of the tests/measurement features will then be presented. You 
select the feature you want by pressing the letter on the keyboard which is shown to the left of that 
feature. It is required that you initialiie Jthe drive after running any diagnostics to remove any 
programming that may remain in the drive, prior to using the drive for any other purpose. A description 
of each test and Interpretation of the resuits is presented below. The DIAGNOSTIC will always stop at 
the first failure with an error message. Do not use a disk drive which fails the diagnostic. Have it 
fised immediatelv. While a test is running there may or may not be sound from the Speaker on the TV. 
Sometimes when there is no sound for several seconds, the disk drive is still working, running the test. 
Always wait for the disk drive to finish and for the Computer to report the test resuits. 
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DIAGNOSTIC continued 


ENHANCEMENT DIAGNOSTIC 


After selecting the ENHANCEMENT DIAGNOSTIC you have the Option of running either a single cycle or a 
continuous cycle test. Enter 0 to run a single cycle fest, or enter 1 to run a continuous cycle test 
The continuous test mode is provided in the ENHANCEMENT DIAGNOSTIC to allow repeated testing 
without the need for the user to restart the test. The user can for esample test the drive all night. If 
a failure occurs at any time, the testing stops and the test that failed, and the continuous cycle test 
count will be displayed on the screen. 

On 810 HAPPYs only, if you enter 0 for the single cycle test, and if all of the first tests.are passing, 
you will be mstructed to insert and remove any disk from the disk drive for the WRITE PROTECT test. 
The disk you are using need not be write protected. If you have a special WRITE PROTECT DEFEAT 
switch on your disk drive be sure that this switch is disabled. Then press start. DO NOT TURN OFF 
THE DISK DRIVE while doing this test. Failure of this test is not a failure of the ENHANCEMENT This 
witei protect test verifies that the 810 HAPPY can sense when the disk is changed. See also the SWITCH 
OPTION TEST. The continuous cycle test mode does not perform the URITE PROTECT test. 

On 1050 HAPPYs only, the ENHANCEMENT diagnostic displays the rom revision indirectly. After the ROM 
TEST runs, look at the Ietters in the word "PASS", If you see all large letters you have a rev 1 rom. 
If you have the Ietters "Pass", a large P and small a s s, (don't laugh) you have a rev 2 rom. 

HI SPEED XFER DIAGNOSTIC 

HAPPY COMPUTERS belieyes that people should have to wait as short a period of time as practical for their 
Computer System to do its job. HAPPY COMPUTERS uses data transfer rates which exceed the Standard 
rat es used by the Atari peripherals to do this, If the HI SPEED XFER is failing the HAPPY ENHANCEMENT 
Circuit board is NEVER at fault since the data transfers occur in circuitry outside the HAPPY board. 


Most hi speed xfer failures can be corrected inside the personal Computer, even though it may appear that 
a particular disk drive is more sensitive. Aside from the instructions printed when this test is selected, 
the fix that most often solves the problem is to remove all capacitors inside the personal Computer that 
connect the SERIAL OUTPUT DATA (pin 5 of the I/O connector) to ground. The 13ÖXE is especially a 
^ ^ as ^ capacitors, whereas older Computers have only 1. The extra capacitor inside the 
130XE may be C3Q4, or may be directly soldered between pin 5 of the I/O connector and ground on the 
Circuit board. Even though all your drives may pass the hi speed xfer test you may have a problem 
running the MULTI DRIVE program, where the hi speed transfers are marginally failing and the MULTI 
DRIVE is operating more slowly than it should. Use an ohmmeter to verify which capacitors connect pin 5 
to ground. Removing these specific capacitors should not affect any other Operation of the Computer 
System. More correction of this problem is available on request, and may have been 

mcluded with your ENHANCEMENT shipment; also see technical info. 


RPH MEASUREMENT 

pro 9 ram determines the rotations per minute of the drive spindle motor. HAPPY 
measurement program the most accurate and efficient measurement available for your 
ENHANCED drive. Most other RPM programs have to measure many times and take an average. HAPPY's 
program can accurately measure the drive speed to within plus or minus 0.5 RPM in less than 1/2 second. 
Also, most other RPM programs require that the HAPPY drive be placed into the SLOW or UNHAPPY mode 
before they will work. 

The RFM measurement requires that a formatted (initialixed) disk be inserted in the drive, then you press 
start. Use any DOS to create a single density formatted disk for this test. No files need to be placed 
on the disk. Any DOS formatted disk can be used. 

If you do not understand this section don't worry about it. Older versions of the DIAGNOSTIC’s RPM 
measurement used track 00 sector 1 for the measurement. The rev 7 RPM measurement uses track 01 
sector 1. This means that with rev 7 you can switch between the READ/VRITE TEST and the RPM 
measurement without changing disks. The older RPM measurement could not work with a disk that was 
just used with the READ/VRITE test, since the READ/VRITE test erases track 00. 

jjjserting the formatted disk and pressing start, the DIAGNOSTIC displays the RPM measurement. 
hile the measurement is running the value for the RPM measured is continuously displayed and updated 

rvmLfu 0 iJ* V i ry haI D f rir^ ond ‘ ,J here is *° measurement averaging. The RPM measurement continues to 
run until you press RESET on the personal Computer or some error condition occurs; which properiy 

•n?PM Xng roonD 01116 ! ° n Hardware no * - ... K the drive cannot measure the RPM it will indicate 

RPM = ERROR can t measure This is an indication that the drive cannot read from the disk. This 
can be caused by a bad disk, bad disk format, disk drive hardware failure, or drive speed too far out of 
ränge. The measurement updating is slightly slower when the drive cannot measure. 

The maximum speed indication for a properiy adjusted disk drive is "RPM = 289.5 is just fine.". The 
y®?™ speed indication is "RPM = 285.ö is just fine." Our diagnostic aliows the ränge of 285.0 to 
289.5 as a passing ränge of measurement. The ideal setting is 284.5 to 287.5 RPM although any reading 
in the allowed ränge is okay. Any reading outside that ränge will cause a message "is too slow!" or "is 
j e t v ase ,. ffiay J >e * ** is P ermissiI)ie that a single measurement printed may once in a great 
while be outside the allowed ränge, so Iong as most of the measurements are inside the allowed ränge. 
Large vanations m readings are an indication that there is some problem such as with the disk disk 
drive, or the disk used for measurement. Getting an "ERROR can't measure", often or even 

occasionally, xs also an indication of a problem. (continued) 






DIAGNOSTIC - RFM MEASUREMENT continued 

3 huf ri =ftn P ™ dIe f mot ° r co " tro1 circuitry should be able to compensate for different Ioading conditions 
eeaffieW« ma * ntaini "? th * *°. rre j f t s P eed ran 9 e Different disks have different dynamic friction 
p a f 6 dlffer f nt . , Ioads on the m °t° r • You can test for this without changing disks, by 
dilk sLÄ 9 ir t h nU ° US V 9 pre 5 f ura 0n the «tating spindle with your finger. Do not touch the 
,}ff *H r ^ ace - At ®oment you apply this additonal friction, the measurement may drop below the 
eiih shou i d come back to within the allowed ränge within 2 measureaents. You can hear 

the h RPM mfv iumo Ihnv 5 » ?h m itlf speaker . At the “oment you release your finger fron the spindle, 
rn ® nr!r“ a +I 3U “ P ab . ove t . h# aIlowed ränge, but should come back to within the allowed ränge within 2 
measurements. Do not apply eacessive friction, use only a light force! y 

SWITCH OPTION TEST 

Par « 0t th ff tes i J'* 11 a PP ear onI Y when testing a 1050 HAPPY. This is the-CONTROLEER 

foflow tho incir, yd ° “i ^CONTROLLER skip that portion. If you do have the CONTROLLER 
follow the instructions indicated. The second portion of this test is the "USER VERIFY MODE" The 

SrS™ ,ÄFS , Ä Ua S ' Sh0 “ n5 “? ««»■ »1 StOW/F^ 

not htve a?SÄ F nr«T.Ä :h °ption, you shouId ignore that indication on the screen. Even if you do 
workfno L n »rH, n C0 ? 1 5Wltch ' can I«ify that your write protect sensors and circuitry are 
working by mserting and removing disks. Press RESET to end the continuous display . 

HEAD POSITIONING 

Da h rUcuIa^°trLk eS w 1 b th i t t hf if C niJ| liS f ! atu 5 e is . used t® ®ove the read/write head in the disk drive to a 
parucuur track, with the spindle motor turned on. No disk readina or writina Operation occurs hut the 

1 Th. primär, u» Io, tL lS7i.T ,,™f, ite 

Parameters such as aximuth, track xero sensor, track ö stop, amplitude, and alignment 

this doeutf«nt eqU Ttf a r S i iaCiaI instruments < tools, disks, and procedures which are beyond the scope of 

Droceduref HeafTalimJfn ? 0 -ÜJki 7 f ° r 7 ° U , to «. chflck these Parameters without these additional tools and 
P. , < I ed 'l r i es ., . ead alignment problems are to be suspected when you have trouble readina or writina disks 

Lt U rpLv =rH a n drlves • It , is aIso p0S5ible that the other drive is outofa?'gnment This 
over tL hLd position wSe no TuS SSBVS' diS“ “* n ° t0r “ tUn,in9 a " d y ° U hiVe Contro1 

OPTION e t n te ™ n if h m ? in9 ' Y° u Press SELECT to move the head to higher track numbers (step in), or press 
®°^ e to . Io Y fir * rack numhers (step out). The screen continuously displays the track number in 
J 1 * 3 ? d H? m u l decimal, where it has mstructed the head to be. The program has no wav of verifvina 
t Position. If you press OPTION (step out) when the head is alreadv at 

o a 1?r St'™. d0 a «Store to track 00 Operation. On the 1050* WPpffws will clus^'JhVlfeai 

happv ! tracks inward, and then step outward untü the track 00 sensor is detected. On the 810 

. . . «h^has no track 00 sensor, this will cause the head to step 44 times outward toward track 00 

gindinfnöise'“p™« START tr f ack 90 sto P' and restin 9 at tr ack 00; also this causes the 

ÄriSS" owLoonl, ' B “ ET ' °" W1U 5l “ l ‘ “ «» 

READ / WRITE TEST 

/ T ff RITE 7 ES T. (RWT3 is a fast quality assurance test for a large portion of the disk drive's 
circuitry. The read write test verfies that the drive can formet, read, write, and verifv data on the 

e 5 ^ £ P° f 5iti ^ s * 1050 RVT also tests 3 densitils The RWT 

wiu erase any data that is on the disk used for the test. Be sure to use a hioh qualitv disk and be 

MRA^trnFMPMT 1 ^ 1119 1S ® nab ^ ed - ^ he d i sfc drive speed should be properly adjusted using the RPM 
MEASUREMENT program before running the RWT. The RWT will fail if the drive speed is too ffst 

The RWT reports the density currently being tested «050 only), and the track number beina tested The 
track T^hfrh 5 n “ heKadacin aI. The decimal track numbers tested (not displayed in decimal) are 
track 3? Ä SÄTi 20 ^ iS ^ ° f the disk ' 4nd 

|ä sixä "tK ss sät. 

neJe ? 1 m 9 e i*n s d ”h ” HAPP?' E NH A°NC E MF nt f. b4d disk W4S - used for the test - Failure usually 

never means the HAPPY ENHANCEMENT is defective, most likely something eise is wrong! 

The RWT is not very forgiving. If even a single bit error occurs an error will result It is oossible that 
a properly working disk drive can on öccasion fail the read write test say once in SO tries even thouoh 
disk dri ; es ® a Y never fail the test even after 1000 tries. uAdl^nwmal^Conditions^'thV^isk^SrivJ 
brreadina thl r dfs°k e a r Jin“ mot - «ror is a reading error that can be eliminated simply 

even otcur on eich test and^hl * ° CCUr dUril \ 9 the RWT result in test failure. Failures may 

thaf thprfi=krfrf,fr the , dlsk , drive ®ay appear to work fine otherwise. This is an indication 

trtl whfi k th d J f ha 5 a margmal Problem, and is right on the border of not working. This is especially 
true when the test falls at track 3? (27 heaadecimal), which is the inner most track 

Int e „r RW Tf fhf\ n0 i Che ? k t . he disk dtive R/w head alignment, and does not check the head positioning 
HVTwcä p",Ä ”* ,h * h6ai ” 0 " d »» «>' li =‘' 
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SECTOR COP I ER PURPOSE 


The SECTOR CQPIEE PROGRAM (SCP) is used to dupiicate Standard format disks. Copyguarded disks should 
be backed-up with the HAFPY BACKUP PROGRAM, not the SCP. The SCP may be used with both 
ENHANCED and non-EHHANCED disk drives. The SCP may be used with 1 or 2 disk drives. A maximum of 
2 source and destination disk insertions is needed to copy all 720 sectors of a single density disk with a 
48K Computer (and no Cartridges inserted). The AXLON and 130XE TYPE RAMDISKs are supported by the 
SCP. Since only one source disk insertion is needed in single density with a RAMDISK, you can make as 
many copies as you need. 

The main advantage of the SCP over other sector copier programs is the speed when ENHANCED disk drives 
are used. Maximum speed of duplication is realized when both source and destination drives are 
ENHANCED disk drives. Vith ENHANCED drives, the SCP uses fully buffered reading and write with 
verification, along with higher serial bus transfer speeds to accomplish this speed improvement. 

FUNCTION 

The SCP makes a sector by sector copy of the source disk to the destination disk. The sector copier 
functions by first filiing all available memory with the data read from the source, and then writes with 
verification this data to the destination disk. The SCP does not examine the directory (if any) on the 
disk. Instead the user instructs the SCP precisely which sectors are to be copied. Errors eiicountered 
during reading or write verification are reported and copying terminates in this case. 

USING THE SECTOR COPIER 

Since the SCP uses the built in buffered fast write with verify on HAPPY ENHANCED drives, it is important 
tc not 1 remove the destination disk from the drive after writing, before the busy light goes out! Ee sure 
that the VARP SPEED SOFTWARE disk is in drive one and press the number 3 on the keyboard. Once the 
SCF is loaded you have the Option to display some introductory instructions. Examine these instructions 
for a quick reminder as to the purpose and use of the SECTOR COPIER. After the introductory 
instructions the SELECTION MENU will appear. The selection raenu allows one to change the operatmg 
Parameters of the SCP from the defauit conditions. 

Once you leave the selection menu and begin copying the source disk, you cannot return to this menu 
withouf rebooting the program, unless you have a RAMDISK. Vithout a RAMDISK, the memory used to 
hold the selection menu portion of the program is overwritten by the data on the source disk. Vith a 
RAMDISK the selection menu may always be re-entered„ 

SELECTION MENU DISPLAY AND COMMANDS 

The selection menu displays the current environment of the SCP. Values will either be the defauit state 
from initial loading, or the last state which waa seiected. The defauit values only occur when the SCF 
is first loaded. The only displayed paraaeter which may not be changed by user keyboard entry is the 
"RAM DISK TYPE" parameter. If you have a RAMDISK and the selection menu says "NONE", then either 
you have the 128K selection switch in the wrong Position, something in the computer's memory System is 
defective, or that RAMDISK is not presently supported by the SECTOR COPIER. The SECTOR COPIER can 
be user modified to support other RAMDISKS, and sizes of RAMDISKS; see technical info 

The starting and ending sector number for copying are displayed in both deciaal and hexadecimal for your 
eonvenience. The defauit starting sector is 1; the defauit ending sector is MAX. MAX means that the 
highest sector number of the density type seiected or detected will be used. For single and true double 
density this is 720 decimal, for 1050 medium (ENHANCED) density this is 1040 decimal. The defauit 
starting and ending sector numbers result in the entire disk being copied. Change the start or end 
sector number only if you know exactly where your copying is to begin and end. Entry of starting and 
ending sector number can be in decimal or hexadecimal Note that toggling the density Option restores 
the defauit starting and ending sector numbers. If you enter a starting sector number greater than the 
ending sector number, or if you enter an ending sector number less than the starting sector number, it 
will be ignored. The only way to enter a starting or ending sector number Iarger than 720 (decimal) is 
to toggle the density to MED. 

The toggle density defauit is "AUTO" In this mode the density present on the source disk will be the 
density of the destination disk. One reason to not use "AUTO" is to force the SCF to test the source 
disk density. In any case both the source and destination drives must be compatible with the density of 
copying. For example 810 drives can only read and write single density. Standard 1050 (unenhanced) 
disk drives cannot read or write true double density. Another reason to not use "AUTO" is to set the 
start and end sector numbers. for medium density above ??9; see the above section. 

The defauit source and destination drive is searched for as the first drive that responds to the Computer 
starting at 1; this is usually drive 1. Pressing the "S" key advances the source drive number, pressing 
the "D" key advances the destination drive "number. The SCP automatically advances the drive number 
until it finds a drive that responds to the Computer. The drive number currently seiected, and that 
drive J s type is displayed. HAPPY 810 drives or HAPPY 1050 drives with rev 1 rom that are not set to 
U S EMU show as HAPPY WSPD. Unenhanced single density drives show as UNHAPPY. Unenhanced true 
double density drives show as UNHAPPY DNS PRG. HAPPY 1050 drives with rev 2 rom show as HAPPY 
USPD DNS PRG. The DNS PRG means density programmable, which is common for drives that will accept 
the commands to read, format, and write in true double density. WSPD means the drive accepts the 
HAPPY 310 and 1050 compatible VARP SPEED data transfer commands. HAPPY USPD means the drive 
accepts the HAPPY 1050 ULTRA SPEED commands. 
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SECTOR COP I ER - SELECTION MENU CONTINUED 

The FORMAT BEFORE VRITE Option default is YES. In this case the destination disk will be formatted to 
the same density as the source disk before any writing on the first insertiön. If the destination drive is 
an ENHANCED drive and the format before write Option is “YES" , then any sectors on the source disk 
which had all zeroes will not be copied to the destination disk since it is known that the ENHANCED 
drive writes all zero sectors during formatting. Skipping of zeroes is never done with non-ENHANCED 
drives since some disk drives do not write all zeroes during formatting. Note that the format placed on 
the disks by the FORMAT BEFORE VRITE Option is operating System independent, that is, no special data 
is written to directories, boot sectors, or VTÖC. This has no öearing when the entire disk is copied. 

Vhen format before write is selected as "NO" the destination disk must have been previously formatted and 
that density must match the density of the source disk or a disk error will result during copying. 

SECTOR COP I ER - COPYING MENU 

Eait from the SCP SELECTION MENU to the copying menu only when you are surethat you have selected 
the options you need, by pressing the "X" key on the selection menu. If the copying menu is* displayed 
and there is a RAMDISK, or you have not yet started copying by pressing "C", inserting the_source disk 
and pressing retum, then you may press "R" from the COPYING MENU to return to the SELECTION MENU. 
Otherwise you cannot return to the SELECTION menu without rebooting the VARP SPEED SOFTWARE disk. 


Pressing "C M on the copying menu Starts the copying process. Insert the source and destination disks 
into the disk drives indicated when you are told to do so. Copying is finished when the "DONE" message 
is printed. Always wait for the destination drive busy light to go out before removing the destination 
disk. 

Vhile the reading and writing processes are occuring the hexadecimal sector number being read or written 
is displayed in the lower right corner of the screen. Also when reading the source disk the Ietter S, M, 
or D will be displayed just to the left of the sector number. This indicates the density detected in the 
source disk as single, medium, or true double density. Errors in reading, formatting, or write 
verification are reported as disk errors. Pay dose attention to the abbreviated messages that appear on 
the screen. At first glance a "DISK ERROR" may appear the same as the "DONE" message. If a disk 
error occurs while reading, the sector number where the error occurred is the one displayed. If a 
write/verify error occurs when writing to an ENHANCED drive the sector number displayed will indicate 
the last sector on the track that W3S written to when the error occurred. The error sector may be any 
sector on that track. If an error occurs during formatting, the sector number displayed is meaningless. 


If you have a RAMDISK you may easily and quickly produce many copies of the same disk. Select the 
starting and ending sectors if you do not wish to copy the whole disk. Be sure that a HAPPY ENHANCED 
drive is the destination'drive and exit to the copying menu. Then begin copying using the "C" key to 
copy the first disk. After the first disk is copied use the "X" key to make each additional copy of the 
same source disk, without re-inserting the source disk. The “X" will not function if the starting and 
ending sectors selected cause the RAMDISK to fill up before the whole disk is read in. 


HAFFY BACKUP and HAPPY COMFACTOR PROGRAMS 
NOTICE 

THE COPYRIGHT LAV OF THE UNITED STATES (TITLE 17 UNITED STATES CODE) AND OTHER 
INTERNATIONAL LAVS COVERN THE MAKING OF COPIES OF COPYRIGHTED MATERIAL, INCLUDING 
COMPUTER PROGRAMS. THE PERSON USING THE PRODUCT DESCR1BED IN THIS MANUAL TO MAKE 
UNAUTHORI2ED COPIES, OR COPIES NOT PERMITTED UNDER THE COPYRIGHT LAV, IS LIABLE FOR ANY 
INFRINGEMENT. BEFORE YOU VIOLATE THE COPYRIGHTS OF OTHERS REMEMBER THAT SOFTWARE 
SUPPLIERS WORK VERY HARD TO PROVIDE THESE PRODUCTS AND ARE VERY DESERVING OF THE SMALL 
CHARGE THEY ASK. 


FURFOSE 

The HAPPY BACKUP PROGRAM (HBF), the MULTI DRIVE PROGRAM (MDP), and the HAPPY COMPACTOR 
FROGRAM (HCP> are intended for making duplicate bacfcup copies of ATARI executable disks. These 
programs are all part of the VARP SPEED SOFTWARE programs disk from HAPPY COMPUTERS Inc. These 
three programs each have a specific purpose which makes their usage different from the other. 

LOAD IMG THE HBF HCP or MDP 

From the menu of the WARP SPEED SOFTWARE disk, press the number which ccrresponds to the desired 
program as foliows: HAPPY BACKUP - 4, HAPPY COMPACTOR - 5, MULTI DRIVE -6. The menu program 
will not ailow these programs to be executed if there is no HAPPY drive in the System. The menu 
program will not ailow the MDP to be executed if there are not at least 2 HAPPY drives in the System. 
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HBP HCP MDP - SOURCE and DESTINATION DRIVE SELECTION 

The menu program will automatically pick* the source and destination drives for these programs. The user 
may not select these, but may place the HAPPY drives at any of the first four drive select locations. 
The first encountered HAPPY drive is selected as the source drive. If there is oniy one HAPPY drive, it 
will also be the destination drive, and in this case the MDP cannot be used. If there are at least 2 
HAPPY drives in the System, the next HAPPY will be assigned as the destination drive for the HBP and 
HCP, and will be assigned as the first destination drive for the MDP. If there are more than 2 HAPPY 
drives in the system, they will be assigned hy the menu program as destination drives for the MDP 
program, which supports up to 3 simultaneous destination drives. 

The menu program reports the source drive number, and if this drive is not drive 1, the user will be 
instructed to place the VARP SPEED SOFTWARE disk into the source drive and press return. It is 
necessary that these programs load and calibrate from the drive that is used as the source drive. Be 
sure that you have placed the VARP SPEED SOFTWARE disk in the HAPPY DRIVE NUMBER showir-before you 
press return This Step is not necessary when drive 1 is a HAPPY drive sinc^ it will be the source drive 
and the WARP SFEED SOFTWARE disk should already be inserted into it. ~ 

Once the requested program is Ioaded the main menu for that program will be displayed. You must re-boot 
the WARP SPEED SOFTWARE disk if you wish to select a different function from the menu. Common- 
features of these three programs are now discussed. 

COMMON FEATURES OF HBP, HCP, and MDP 

If you press the system reset on the personal Computer during execution of these programs, all current 
operations are terminated immediately (prior to completion), all HAPPY drives deactivate (drive motors turn 
off), and then pressing return will allow the user to return to the main menu. A slight delay may be 
encountered allowing the disk drives to complete the command they are executing. Do not press system 
reset again until the disk drives all deactivate or the personal Computer may Iockup, requiring the user 
to re-boot the Software. 

A bug in Atari's personal Computer operating system in older personal Computers causes occasional delays 
of about 15 seconds in operations which read from or write to the disk drive. If this delay is 
encountered the best thing to do is wait it out! This is not an error condition. 

Some source disks cause noticeable delays while they are being read in. In this case the HAPPY 
COMPUTERS disk read Software is doing its best to try to recover from what may be a loss of data on the 
disk. It is not possible to distinguish a deliberate bad sector with a CRC error from a weak sector, so 
the Software retries for some period of time. The disk drive does not go grind... grind... as it may do 
(810 oniy) when ordinary programs read bad sectors. Instead the system just sits there. Rest assured 
that the disk drive is hard at work trying to recover as much data as possible within a reasonable period 
of time. 

Unless otherwise noted, all track numbers, track counts, and sector counts reported by these programs are 
in decimal. This is a change from previous versions of these programs where hexadecimal was used. It 
is feit that for most peopie, working in ordinary base 10 is easier. 


SPECIAL RECOVERY MENU 

The three programs of discussion here all have a common Option on the main menu. This is the "S" 
command key which selects the SPECIAL RECOVERY MENU. Most features on the SPECIAL RECOVERY MENU 
work the same in all three programs. The functions of the SPECIAL recovery menu and any differences in 
its use between these three programs are now discussed. 

These backup programs are designed to require as Iittle user intervention as possible, while still being 
efficient in Operation. Some specialized features are provided by a secondary display and menu called the 
SPECIAL RECOVERY MENU. Use of these added features increases the flexibility, and provides additional 
capability for backing up some disks. 


R - RESTORE DEFAULT 

When these programs are first Ioaded, some conditions on the SPECIAL RECOVERY MENU are at preset or 
default conditions. Any changes made to the conditions on this menu remain in effect until the program 
is reloaded, or you press the "R" key while the SPECIAL RECOVERY MENU is displayed. This is a change 
from previous versions of our Software. Now the default conditions are restored oniy when you press 


The default conditions are as follows: 

CURRENT SCAN RETRIES = 04 (shown in hexadecimal) 
CURRENT SECTORS NEEDED = 12 (shown in hexadecimal) 
FORCED SLOW MODE = NO 

SKEW ALGN MODE = NO . . .not avaiiable in MDP 
PDBC DUPL MODE ® NO . . .oniy avaiiable in HBP 
DOS MODE = NO . . .oniy avaiiable in MDP 
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SPECIAL RECOVERY MENU - R RESTORE DEFAULT continued 

In the sections that follow, an expianation is provided as to what this all means, and how to change from 
the defauit values to other values. The "R" Option is generaily used if you should change your mind 
about steering away from the defauit conditions. If you press the "R H Option, the above Iisted defauit 
conditions are restored, and the programs retum to their main menu. 

X - RETURN TO MAIN MENU 

The "X" command key on the SPECIAL RECOVERY MENU is pressed when you wish to retum to the main 
menu to begin copying. When you press "X" the main copying menu for that prograa will re-appear. 

D - DOS MODE TOGGLE - MDP ONLY -- 

To better facilitate duplication of Standard foraat disks the MDP haS a feature which will alarm^the user 
to error conditions when copying. The DOS mode defaults to NO. When the DOS mode is-tpggled to 
“YES" by pressing "D”, the scan retries are increased to 7F hexadecimal which is 127 decimai, and a 
special internal flag is set. When DOS mode is YES, it is considered an error condition when any sourc* 
disk track does not have 18 okay Status sectors, an error is reported and copying terminates. "This mode 
is useful when copying DOS formatted disks with the Computer System unattended during copying. The 
"D" key is also useful as a method to easily increase the scan retries. By pressing "D" twice, the 
retries are increased, and the DOS mode is not enabled. 

T - SELECT TRACER TRACKS 

The T Option of the special recovery menu is very powerfui! It peraits you to specify exactly which 
tracks you wish to backup from the source disk to the destination disk. 

After selecting the "T" Option from the special recovery menu you will be prompted for YES/NO/EXIT 
(Y/N/X) for each of the 40 possible tracks on the source/destination disk. The number of the track is 
displayed in decimal from 0 to 39 and you may specify "Y" for yes, include the track in the backup, "N M 
for no, do not include that track in the backup, or "X" to exit, then all remaining tracks are set to 
"NO", and the main copying menu for that program will appear. 

In all cases of using the "T" Option from the special recovery menu where at least one track is specified 
as U Y" yes, then the "T" Option COPY PER TRACER will now be available on the BACKUP program main 
menu, or the "C" Option COMPACT PROGRAM will now be available on the COMPACTOR program main aenu. 
This happens without actually having enabled the tracer and "TRACED" a disk's loading process. 

Selecting the "T" Option from the special recovery aenu will erase any previous entries into the internal 
tracer data table, so any previously "TRACED" disk Information is now lost. 

The "T“ option on the special recovery menu is used only when the user knows exactly which tracks are 
to be backed up. Examples of knowing this are Iisted below. 

The first exampie is for backing up a disk on which you have aiready run the "E" enable tracer option on 
the main menu and by using the DISPLAY TRACER option and recording the tracks actually reported as 
needed. Enter them later into the "T" option of the special recovery menu for another backup at a later 
time without actually "TRACING" the loading process again. 

The second exampie is based on some special knowiedge presented here. The special "FORCED SLOW 
MODE" Information that is written on a disk when "FORCED SLOW MODE = YES" is selected, only appears 
in the first three tracks (0-2) of the disk. By selecting tracer tracks 0,1, and 2, and then re-copying a 
disk over itself on these three tracks you can add or remove the special FORCED SLOW MODE Information; 
according to the current setting of the "FORCED SLOW MODE = xxx" seiection, see below. 

F - FORCED SLOW MODE TOGGLE 

Many of the more recent copyguarding schemes require the use of SLOW aode on the ENHANCED disk drive 
to execute properly This does present some inconvenience to the ENHANCED disk drive user even though 
UNHAPPY MODE is simple and fast to execute, and a SLOW/FAST switch option is available. 

You can instruct the HBP, MDP and HCP to produce a backup copy which contains special Information 
which will force the disk drive to automatically and temporarily switch to the slow mode while reading 
that backup copy. Therefore UNHAPPY or SLOW mode may not be needed to boot this disk. If you 
change disks the drive can automatically switch back into the "FAST" mode. 

The “SLOW" mode invoked by creating a backup in the forced slow mode is not exactly the same as 
programming UNHAPPY mode. The slow mode invoked automatically by disks created in the forced slow 
mode does not lock out the enhanced drive's programability and the ENHANCEMENT is therefore detectable 
by some of those nasty Software suppliers. They are just making their own lives more difficult since 
they waste time and money writing code to detect the ENHANCEMENT, when after selecting the UNHAPPY 
mode, the ENHANCED drive is indistinguishable from the Standard disk drive. (continued) 
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F - FQRCED SLOW MODE TOGGLE continued 

Never tfte less, the forced slow mode is very useful for the intended purpose. As of this writing, there 
is only 1 Software item we are aware of that has been written specifically to detect a HAPPY ENHANCED 
disV drive. Justifiable so, the prograra is not very populär so it deserves no further attention. In any 
case, if a disk backup produced in the forced slow mode does not execute correctly, you can always 
program the UNHAPFY mode to get around this problem. 

Pressing "F" from the special recovery menu will toggle the forced slow mode from YES to NO and Visa 
^*rsa. ** Display shcws NO, then a forced slow mode disk will not be created. If the display shows 
YEa, then the next backup copy produced will be in the forced slow mode. Forced slow mode with the 
COMPACTQR only has an effect with the destination disk fcr the "X" extract program command. For the 
forced slow mode to work with tracer copying, tracks Q, i, and 2 must be written. Make^ure the tracer 
does not skip over one of these tracks, by reselecting the tracer tracks if necessary. Forced slow mode 
and PD3C duplicate mode are mutually exclusive, they both cannot be set to "YES'* at the same time, nor 
do they need to be. — .. 

SECTORS NEEDED AND RETRIES \ 

A brief explanation of how the source disk reading process works will help. Each track on the source disk 
is first scanned tc determine how many sectors are present, and which sector numbers these are. This 
phase is called SCAN ANALYSIS. Once the quantity of sectors and their numbers are determined, the 
data from the sectors is actually read. Therefore, source disk reading is actually done in 2 operations, 
f? e ANALYSIS, the other called DATA READING. The sectors needed and retries affect only 

the SCAN ANALYSIS portion The scan analysis requires that all the sectors be seen in just one 
revolution of the disk, so that the correct ordering of sectors can be duplicated. The DATA READ 
Operation allows many retries should a soft error occurs during DATA READ, so no retry count adjustment 
is provided. 

Disks which are weakly written or are written out of alignment with respect to your source drive may 

cause SOFT ERRORS during reading. SOFT ERRORS are disk read errors which may not occur when the 

disk again passes the read head and is read again. If a soft error occurs while the SCAN ANALYSIS is 
being done it is possible that one sector may be missed entirely. To help avoid missing a sector during 
SCAN ANALYSIS there are certain Parameters that cause the SCAN ANALYSIS to re-read the track, trying 
to get more sectors. After each SCAN ANALYSIS, a comparison is made to see if there are at least as 
many sectors as specified by the "SECTORS NEEDED =: XX" parameter. If there are at least as many 
sectors found as is specified by the "SECTORS NEEDED", the program continues with DATA READING. If 

there are net enough sectors the program will retry the SCAN ANALYSIS. The number of times the 

program will retry is specified by the "SCAN RETRIES -XX" parameter. By changing these Parameters you 
night be able to copy i weakly written or out of alignment source disk. The and "/" 

keys on the special recovery menu increase or decrease these parameters as indicated. By increasing the 
retries substantially you may be able to copy an otherwise uncopyable disk. 

SKEW ALIGNMENT MODE - HBF and HCP, not in MDP 

Skew alignment is a special mode of copying, where the position of sectors on one track has an important 
relationship to the position of sectors on another track. SKEW ALIGNMENT = YES is selected by pressing 
the "A" key on the SPECIAL RECOVERY MENU. When selected, the skew alignment mode will increase the 
time required to backup a disk. Skew aligned copying is not necessary with most disks. It is for these 
reasons that the skew alignment Option defaults to NO. Skew alignment mode needs to be tried only 
when other mathods for backup fail. If you determine that skew alignment is needed to backup a 
particular disk, make a note of it for further reference so you don't have to figure this out again. It is 
also generally safe to always select skew alignment even though this will greatly increase the amount of 
time required for the HEF to make the copy, which may be wasted time, and wasted wear and tear on 
your disk drive and patience. The other view is that if you always select skew alignment you will never 
have to worry if skew alignment was really needed. 


PDBC DUPL MODE 


FDEC DUPL MODE means FRE-DEFINED-BACKUP (PDB) COPY - duplicate mode. This Option only appears on 
the SPECIAL RECOVERY MENU of the HAPPY 3ACKUP PROGRAM. This mode must be set to "YES" when 
m u lfcl ^ sac 3 nd or 3ufase£ l lient generation copies of disks that only run on HAPPY drives that are created by 
n ha L DB mode öf the HBP This oniy a PP Iies to copies made by the HBP that only run on a HAPPY 
DRiVE. Second or sufcsequent generation copies of PDB created disks that do not require a HAPPY drive 
to run should be copied usino the PDB file; inst IikA ^nnvinn tho nrininai This mode must be set to 


■° run should be copied using the PDS file; just like copying the original. 
'NO" at all other times. See the section below for further Information. 


HAPPY EACKUP PROGRAM PDB MODE £ FILES 

A new feature in the revision 7 Software is the PDB mode of the HAPPY BACKUP PROGRAM. Previous 
versions of the HAPPlt 3ACKUP PROGRAM where almost entirely automatic in their analysis of copy 
protected disks. The HAPPY BACKUP program itself could determine the disk protection and make a 
satisractory backup. Some newer copy protection methods used by some Software Companies make it 
undesireable for the HBP to determine the protection method. (continued) 


1 5 



HAPPY BACKUP FROCRAM PDB MODE & FILES continued 


For this reason HAPPY COMPUTERS has added the PDB mode of copying protected disks to the HBP rev 7. 
PDB (PRE - DEFINED - BACKUP) copying is actually the most automatic method in which the HBP 
operates. HAPPY COMPUTERS has already figured out what protection method is used, and how to create 
an executable backup. For each speciaiised protection method (not necessarily for each new prograo) 
HAPPY COMPUTERS has added a PDB file which you can select. 

Some of the PDS files and copying methods used, replace and eliminate the need for the AUTO SPEED MOD; 
originally deveioped by HAPPY COMPUTERS for the 81Ö ENHANCEMENT. The AUTO SPEED MOD was used to 
selectively slow the disk drive motor down so that more than 19 sectors could be written on each track. 
Actually very few newer programs could be copied by this method. Do not confuse this with the old 
technique of siowing the motor down to write bad sectors which HAPPY COMPUTERS never has had its 
customers do. HAPPY COMPUTERS has temporariiy and perhaps permanently abolished the need to control 
the disk drive motor speed to make bacfcups through the use of PDB controIle/L copying. 

SELECTING PDB or NORMAL HBP MODE Ä -' .. 

Vhen the HEP is first selected and loaded, the user is asked whether or not it is desired 'fcgr use PDB 
copying. Answer Y for yes to select this mode of the HBP. If you answer N for no then the HAPPY 
BACKUP will operate in the non-PDB or normal mode. 

PDB FILE SELECTION 

If you answer Y to select PDB mode, you will then be instructed to insert the disk that has the PDB files 
inte a specific drive number. Until further notice this is the front side of the VARP SPEED SOFTWARE 
disk, to be inserted into the same drive as the HBP was loaded from, so really you do nothing. If you 
already know which PDB file number you wish to use, you can select that file number now without 
dispiaying the directory. ötherwise you can press retum and continue to display the PDB file directory, 
with 10 files names at a time displayed on each screen. You can at any time either select a file number 
or exit and not use PDB mode, or restart the selection process. The end of the PDB file directory will 
be so noted on the screen. 

Some file names may be the name of the specific program you want to backup. Gther file names will be 
SOFTWARE COMANY NAMES where that PDB file backs up several different programs. You will have to 
select that file, and then use the "D> DISPLAY INFO" Option to Iist all the programs that this PDB file 
backs up. To set the record straight, HAPPY COMPUTERS to date, has never entered into any agreement 
with any Software Company to provide them with copy protection methods that the HBP could not copy. 
Software Companies have far too great an .ego to ever consider doing this! The PDB files are not 
accessable through DOS, they can only be accessed by the HBP. 

önce you select a particular PDB file number, the file name will be displayed, and you will be given the 
Option to either re-start the selection process or use the file you have selected. 

BEGIN BACKUP 

Once you have finalised the file you wish to use the special selection menu for PDB copying will appear. 
There are only two options. B to begin backup, and D to display info; no other features are needed to 
get the job done The M BEGIN BACKUP" operates automaiieally to create the backup, The process is 
just Iike the "C H copy any disk of the normal HBP except that only the specific disk(s) selected can be 
copied. 


DISPLAY INFO 

The "DISPLAY INFO" screen will always at least teil you whether or not a HAPPY drive is required to run 

the backup Please note that the requirement to run backups on the HAPPY drive is the only way that 

ycur ENHANCED disk drive can make these particular copies without adding some very expansive hardware. 
Since you have a HAPPY drive, this requirement should present no problem. Other Information displayed 
may be a Iist of program names that this PDB file can copy. 

Also displayed may be some inforxcation regarding the use of this PDB created backup. Pay particular 
attention to the requirement for a run time disk, if indicated. A run time disk is made from the original 
(or from the backup run time disk) by using the normal mode of the HBP and using the "SELECT TRACER 
TRACKS" and "COPY PER TRACER" Option, copying the tracks specified in the PDB's displayed info. Once 
the initial booting of the PDB created disk is complete, you must use the run time disk just as you would 
use the original disk, in place of the PDB created backup that you booted the Computer with. 

RULES FOR COPYING AND USING PDB CREATED BACKUPS 

The ruies and procedures for using PDB copying are: 1) always display info to determine any special 
requirements the backup has. 2) PDB created backups that do not require a HAPPY drive to execute 
should always be copied using the PDB controlled copying again. 3) PDB created backups that do require 

a HAPPY drive to execute must be copied using the normal mode of the HBP with the PDBC DUPL MODE on 

the special recovery menu set to YES. 4) PDB created backups that require a HAPPY drive to run must be 
booted with the drive in the HAPPY mode. Once booted, the use of the SLOW/FAST switch with data 
disks is exactly the same as with the original disk. You may encounter an error message which indicates 
that there is some problem or difference with the disk you are trying to copy. If this happens see the 
section on "PROBLEMS COPYING DISKS" in this manual. 
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OTHER COMMON FEATURES OF HBF, HCF, and MDP 

These programs will always teil the user what is now being done, and what the user is to do nezt. These 
programs always report successful completion, or report error conditions if completion is not successful. 
The message “DONE" will appear when a particular copying Operation is finished. There is more to do 
unless you see "DONE“. Each time a disk insertion is needed, read the message carefully, as the disk 
drive number and which disk to insert is always shown. 

As these programs read from the source disk, the actual physical track number being read is reported. 
Completely unreadable tracks mean that no data is availabie to be read from that track- It is possible 
te read thin air, and the indication will be unreadable format. When Standard Software attempts a read 
of an unreadable format track, a disk error will result and this may be part of the copyguard. Tracks 
with some data sectors will show the number of okay status sectors. If you are copying a Standard 
format disk, formatted by DOS, you should always get 18 okay status sectors on each track, otherwise 
there is a bad sector on the source disk. When reading copyguarded disks a display of 18 okay status 
sectors does not necessarily mean there is no copyguard. These .programs are not designed or intended 
to be used as tools for examining disk copyguards methods. 7' 

The destination disk does not need to be formatted. Any track written to on the destination disV is first, 
erased, overwritten with the format and data that was present on the source disk, and then verified, If 
you accidentaliy have a write protect tab on a destination disk you will get an ERROR DÜRING VRITING 
RE7RY (Y/N). Remove the write protect tab and press Y to continue copying. This error may also occur 
if there is some problem with the destination disk or destination disk drive. 


If you are using 2 HAPPY ENHANCED drives as source and destination, copying proceeds from start to 
finish without interruption (unless there is an error condition). If you are using 1 HAPPY drive (not with 
MOP) the program will first read in and fill memory with as much data as will fit in the personal 
Computer memory, instruct you to insert the destination disk, write that data from memory to the 
destination disk, and continue this cycle until all desired tracks are copied. Vith the HBP you have the 
Option, each time memory is filled with a group of tracks from the source disk, to write this data to as 
many destination disks as is desired. You must insert each destination disk after each time the source 
disk is read to ensure that all destination disks contain all the data. To do this answer "Y" to the 
question “ANOTHER COPY CY/N)", answer "N" to this question if your are oniy maicing 1 copy. Copying is 
NOT finished when this message appears, copying is finished when the prograa says: "DONE". 

With the HBP or HCP you may encounter a message "MUST USE A PDB FILE TO COPY THIS DISK". See the 
secticn "PROBLEMS COPYING DISKS" in this manual. 

SPECIFIC PURPOSE AND USAGE - HAPPY BACKUP 

The HBP is, in our opinion, the most powerfui backup program for use in backing up Atari personal 
Computer Software. The HBP allows the user to backup important Software and use the backups while 
saving the original master. The more the backup program is used as a piracy device, the harder Software 
Companies will try to get around it, costing you and them more money, but making HAPPY COMPUTERS 
more money in revisions, since there is no lock that one aortal can make that another aortal cannot 
create the key to, unless the supernatural is employed. Please respect the Copyrights of others. 

SPECIFIC PURPOSE AND USAGE - MULTI DRIVE 


The MDP makes efficient usage of the Processing power of ENHANCED disk drives. Reading froa the source 
disk is ‘time overlapped* with writing to the destination disk(s). In addition the MDP will support up to 
three ENHANCED destination drives, making up to tftree copies of the source disk, in just slightly more 
than the time required to make one copy. Any ENHANCED disk drive recognized by the aenu program after 
the source drive will automatically be used as a destination drive. In Order to reaain efficient, the MDP 
does not support some of the newest copy protection methods. The MDP supports copying of custom 
tormat disks created with the HAPPY CUSTOMIZER PROGRAM (sold separately). 


DISK COPYING WITH HBP and MDP 

The main menu Option "C" will copy all 40 tracks froa the source disk to the destination disk. The main 
menu Option appear when the tracer data is availabie and will copy oniy those tracks specified 

by the “TRACKS USED" tracer Information 


SPECIFIC PURPOSE AND USAGE OF HAPPY COMPACTOR 

ihe HAPP^ COMPACTOR PRÖGRAM (HCP) is intended for use in reducing the number of disks required to 
BACKUP your disk library, and allows more convenient access to programs. 

ihe HCP combines seif booting ATARI disks which normally contain one prograa per disk, into one disk 
with many seif booting programs. Most seif booting disks use Iess than the full 40 tracks availabie on a 
disk, so ordinarily the rest of the space on the disk is wasted. The HCP allows the use of all tracks on 
a disk to störe many seif booting programs. Not all seif booting programs can, or should be compacted. 
^rmally most programs which meet the criterion esplained in the section on ENABLE TRACER can be 
CO MP AC TED. The HCP does not compact programs in the sense of making them smaller, rather it 
compacts the the size of your backup library. 
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HAPPY COMPACTOR 


FUNCTION 


Daring COMPACTION, the HCP makes a track by track duplicate of the source disk, while placing a 
particular track’s information from the source disk on a different track (usually) on the destination 
'COMPACTED* disk. This is called TRACK RE-MAFPING. The destination disk tracks that are written are 
formatted, written, and verified with the same data present on the source disk. It is not necessary to 
format a destination disk prior to using the HCP. However, it is necessary that the destination 
COMPACTED disk be initialized with the HCP. All tracks written to the destination disk are completely 
replaced with that track's contents on the source disk. All analysis, reading, formatting, writing, 
remapping, and verification are performed automatically, and efficiently with no special user intervention 
required. 

The HCP is actually a miniature operating System. Seif booting programs on a compacted disk-are referred 
to in a manner similar to other FILES. The HCP provides for creation (compact), copying (eitract and 
move), kiiling (delete), and renaming of these files, as well as initial disk initialisratiott. 

The HCP creates a COMPACTED FORMAT disk which includes a seif booting menu selection prograa and the 
actual compacted files. Access to these files is possible only with either the seif booting COMPACTED 
disk menu, which allows only program execution, or the HCP itself. These are not DOS flies. The 
resultant compacted disk must be booted on an ENHANCED disk drive in the drive 1 Position, and that 
dnve must not be in the slow mode. The seif booting compacted disk automatically executes all files in 
the SLOW mode, so use of SLOW IT DOWN, and FORCED SLOW MODE is not necessary when compacting or 
moving compacted files. FORCED SLOW MODE may be used when extracting a file back to its original 
form. PDEC DUPL MODE should never be selected when using the HCP. 

COMPACTED FILE NAMES 

COMPACTED programs are identified by a name typed in by the user at initial COMPACT or MOVE time. 
These names may be up to Id characters long and include any characters including embedded spaces. 
While typing in COMPACTED program names use only the BACKSPACE key to erase errors, do not use the 
CONTROL ARROW keys. 


INITIALIZE / CONVERT COMPACTED DISK 

This main menu command places the seif booting control program for a compacted disk on track zero of the 
destination disk, and ciears the compacted disk directory. The destination disk track zero is formatted, 
written, and verified with this information, any information previously on track zero of this disk is 
erased. Düring initialization, a code is placed on the disk which is the frame counter (locations 18-20 
from the personal Computer), which may be treated as a random number. This special code is compared 
during execution of the "C", "X", and "M" commands to ensure that the correct compacted source or 
compacted destination disk has been inserted when requested. Otherwise this code is in visible to the 
user If you get a message telling you "WRQNG COMPACTED DISK INSERTED", then remove that disk and 
put the one that should be used into the disk drive shown. 

The "I" INIT/CONVERT COMPACTED DISK command also allows older compacted disks to be converted to rev 
? formet. AU disks compacted by a HAPPY COMPACTER program prior to rev 7 must be converted to rev 7 
format before they can be used with the rev 7 compactor. After conversion to rev 7 format that disk 
should boot on either an 81Ö or 1050 HAPPY drive, and will have the more colorful rev 7 dispiay menu. 
Do not attempt to convert anything other than compacted disks. Once converted to rev 7 format that 
compacted disk cannot be accessed with older versions of the compactor program. 

PROGRAM COMPACTING 

Only seif booting programs which can be completely traced can be compacted. See the ENABLE TRACER 
description in the WARP SPEED SOFTWARE menu program. A compacted disk is first created using the "1" 
initialize compacted disk command on the COMPACTOR main menu, and only disks initialized by the 
COMPACTOR will be accepted when the user is told to insert a COMPACTED disk. 

To compact a program, first trace the program or enter the tracks used information directly using the 
special recovery menu "T" option. The "C" COMPACT PROGRAM command will then be available on the 
COMPACTOR program main menu. The "C u command will instruct you to insert source disk and 
destination compacted disk as needed. When copying is finished, the COMPACTOR will ask for the 
program name. Once the name is entered, the compacted disk's directories will be updated and the 
program will then be on the disk. If COMPACTION is interrupted by an error or by stopping the program, 
the compacted program will not take up space on the disk. 

EXTRACT cknd MOVE PROGRAM 

Program extraction with the "X" command reverses the compaction process, re-creating a copy of the 
original source disk that is not compacted. The source disk is a compacted disk and the destination disk 
is not compacted. "FAORCED SLOW MODE" has a meaning only in this case with the compactor. 
COMPACTED programs may be moved from one compacted disk to another with the "M" command. In this 
case both the source disk and the destination disk are compacted. 
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COMPACTED DISK IDENTIFICATION 

Internal to the COMPACTOR program is the generation and checking of compacted disk id numbers. This id 
number is a random numfcer placed on the compacted disk during initialization. Vhen the user is 
instructed to insert a compacted disk into the source or destination drive during the execution of the 
" C " , "X“, or "M" command, the id number is checked to be sure that the correct disk is inserted. 

QTHER COMPACTOR CGMMANDS 

The other commands on the COMPACTCR menu not yet mentioned do a straight forward file management 
function. These commands include the foilowing: D) DISPLAY DIRECTORY, R) RENAME COMPACTED 
PRO GRAM, and K> KILL (delete) COMPACTED FILE. - 

GETTING ORGANIZED * 

Tc efficientiy reduce the number of disks required to backup your library, you should keep carefuLrecords 
oi how many tracks are used fcy each seif booting program to be compacted, by using the ENABLE TRACERU 
and DISPLAY TRACER in the VARP SPEED SOFTWARE menu program At the same time, you may write 
down the tracks used info so that you don't have to trace the disk again when you are actually ready to 
compact it. Out of the 30 tracks on a disk, 39 are available tc hold compacted programs since one track 
is used for the compacted disk seif booting program and directories. Try to optimize your disk usage by 
using as many of the 39 tracks available. Please note that disks which must be backed up using the PDS 
mode of the KAPPY BACKUP prcgram cannct be compacted. 

EXECUTING COMPACTED DISKS 

The compacted disk bocts in an ENHANCED disk drive in the drive 1 Position, If the compacted program to 
be executed requires a cartridge or other special hardware, that hardware must be connected. Vhen the 
compacted disk is first booted, the directory of compacted programs is displayed. Press the number 
corresponding to the program to be executed and the program will load and execute. Turning the 
personal off and on Computer will cause the compacted disk directory to reappear. If the compacted disk 
is removed frora the drive, and the write protect detect circuitry is working correctly (required on 810 
only), the track remapping will be disabled. This is usefui with such programs as text editors, The 
editor may be on a mapped compacted disk and the data disk will not be mapped. Qnce the compacted 
disk is removed from the disk drive, it should not be re-inserted without first turning off the power on 
the personal Computer or the wrong data may be read from the disk 


WRITE ERRORS 

Be sure that there is no write protect tab on the destination disk, that you are using good quality 
destination disks, and that your disk drive is aiigned, and the speed adjusted correctly. Also be sure 
that the disk drive passes all diagnostics. Alse see the section “PROBLEMS COPYING DISKS" in this 
manuai. 


DISK ERRORS 

Be sure that your disk drive passes all diagnostics. A disk error is usually caused by faulty hardware, 
either the disk drive, cabies, or personal Computer may be at fault. No user identifiable explanation can 
be g:ven cor.cerning the error code encountered. A disk error may also be caused by some deficiency in 
our Software, or some user induced error. If the problem occurs when trying to copy a copy protected 
disk, see the section "PROBLEMS COPYING DISKS" in this manuai. 


WARF SPEED DOS - PURPOSE 

The WARP SPEED DOS (WSD) is a Software improvement to ATARI DOS 2. ÖS which greatly ioproves the 
speed of fcoth rsading and writing with verification. This improvement further utilizes the added 
performance made possible by the HAPPY ENHANCEMENT The speed improvement is realized only with 
HAPPY ENHANCED 1050 and 810 disk drives The HAPPY 810 must be version 7 compatible. Other ATARI 
compatible disk drives or non-ENHANCED 810s & 1050s will function with the WSD as usual (SLOW!). 

Please note that the VARP SFEED B05 v is completeiy different from the WARP SPEED DOS XL product. VARP 
SPEED DÜS XL has many features and improvements not found in Atari DOS 2.0s. They both do operate at 
the same high speed with HAPPY drives though. 

The mam differences between the older WARP SPEED DOS of revision 5 WARP SPEED SOFTWARE for the 810 
HAPPY and the new rev 7 version are: 1) The new WSD uses the drive's built in fast write & verify, so 
see the cautions needed in that section of this manuai. 2) The rev 7 WSD takes substantially less meraory 
to operate 3) The rev 7 WSD works at high speed with both 810 and 1050 HAPPY drives. 
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WARP SPEED DOS - GENERAL USAGE ENVIRONMENT 

You may use the WSD to boot your System, contain AUT0RUN.SY5 files, and any other programs or data 
that you would normaily use a Standard ATARI DOS 2.ÖS format disk. You may also boot your System with 
V5D disk and then proceed to use other disfcs formatted by Standard ATARI DOS 2.OS in the fashion of 
normal DOS and FMS usage. However, do not use WSD to write DOS files (menu "H" Option) to any disk 
other than those that have been formatted by WSD. 810 HAPPY owners note that you may write the rev 7 
WSD DOS files to the older rev 5 WSD disk to get 810 and 1050 corapatibility. 

You may convert entire disks to WSD booting by first formattir.g a blank or unneeded disk with WSD, 
writing DOS files to that disk, and then copying all files except DOS.SYS and DUP.SYS from the original 
to the now WARP SPEED booting disk. 

A disk which has WARP SPEED DOS installed, when booted, will place the VARP SPEED DOS SUPPORT 
MODULE into the memory of the personal Computer. This support module uses additional memory in the 
personal Computer to support the WARP SPEED improvement. Under many conditions the user need not be 
aware that this extra memory is being utilited. YOU DON'T GET SÖMETHING FOR NOTHING: under some 
conditions the extra memory utilized by the VARP SPEED SUPPORT MODULE will cause WARP SPEED: DOS to 
not be compatible with some programs. *• 

COMPATIBILITY 

The WSD is available at present only for installation in Standard, unmodified ATARI DOS 2.OS, for use 
with Standard format disks. WARP SPEED DOS is not intended for use with seif booting copyguarded 
disks, as it cannot be installed on these disks in a straight forward manner even though the disk may 
use the ATARI DOS file management System (FMS). VARP SPEED DOS is only available for Atari DOS 
2.0s. If you need a better DOS use TOP DOS 1.5 or VARP SPEED DOS XL. 

Many programs written in BASIC, PILOT, and machine Ianguage will be compatible with WSD, so Iong as 
they either 1) respect the LOMEM pointer or 2) leave sufficient room in memory to allow for the extra 
memory taken by WSD. WARP SPEED DOS has been written to try to accommodate as many programs as 
possible in that it will relocate and shrink itself to make room for other programs. 

INSTALLATION FOR ALL USERS 

This section provides installation details for all users. Once the WSD is installed and DOS files are 
written, this procedure need not be repeated since WSD can duplicate itself. If you use an ENHANCED 
disk drive for Step 6 below, you will realixe some of the speed improvement at that point. 

1) Turn off personal Computer, remove all Cartridges. Turn off 850 interface (if you have it>. 

2) Tum on disk drive, wait for busy light to go out. 

3) Place a Standard, unmodified ATARI DOS rev 2.ÖS disk into the disk drive, and boot this disk. The 
DUP.SYS "DISK OPERATING SYSTEM II VERSION 2.ÖS" menu should now appear. 

4) Place the VARP SPEED SOFTWARE disk which contains the VARPDOS.BIN file into the disk drive. 

5) Use the menu "L” Option to Ioad the file "VARPDOS.BIN", remove the VARP SPEED SOFTWARE DISK from 
the disk drive. When the aessage "PRESS Y FOR AUTO SHRINK MODE" appears you should press any key 
EXCEPT "Y”. VARP SPEED DOS is now enabled, press return to view the new menu. 

6) Insert a disk which contains no valuable programs or data into the disk drive and use the "1" menu 
option to format that disk. Once the disk is successfully formatted, use the "H" menu Option to write 
DOS files to that disk. 


VARP SPEED DOS - DOs and DON’Ts 

HAPPY COMPUTERS strongly suggests you observe the foliowing Iist of DOs and DON'Ts: 

DO NOT use WSD to write DOS files to a disk that is not formatted by WSD; you may write rev 7 WSD DOS 
files over a rev 5 WSD formatted disk. DO NOT use WSD with programs or data for the first time without 
making a backup of the program or data. DO use WSD with programs that you have previously tested to 
be sure they are compatible with WSD. DO NOT use the WSD menu function "K" SAVE BINARY FILE with 
a Start address less than x‘2500*. DO NOT use the WSD menu function "K" SAVE BINARY FILE with a 
starting/ending address which causes the memory area x^öö' to x'3CFF' to be within the area saved, 
UNLESS you are using a MEM.5AV file AND that MEM.SAV file has been written to just prior to the most 
recent Ioading and entry of the DISK UTILITIES PACKAGE (DUP.SYS which is UDP.SYS for WSD rev 7). 
Once an ENHANCED drive is selected and used^by WSD, DO NOT turn the power off for that disk drive. 
If you do tum the power off, make sure you press SYSTEM RESET before writing to any ENHANCED drive. 
This will allow WARP SPEED DOS to re-enable the fast writing. The buffered automatic fast write with 
verify is used on HAPPY ENHANCED drives (see that section), so do not remove a disk that has just been 
written to before the busy light goes out. DO NOT use WSD to write to a diskette that was backed up by 
the FORCE SLOW MODE = YES feature of the HAPPY BACKUP PROGRAM, or a disk that was backed up by 
the PDBC DUPL MODE = YES. 
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WARP SPEED DOS 


WARP SHRINK 


All users need to be aware of the meaning of the "WARP SHRINK 11 messages which VSD can produce. The 
term "WARP SHRINK" means that VSD has attempted to shrink itself to accommodate a binary Ioad file 
which is now Ioading into the personal Computer memory. This binary load file may be loaded either by 
the DUF menu "L" command, or by the execution of an AUTORUN.SYS file, or by any other program such 
as a menu program that causes a binary load file to attempt to load. 

Naturally the question must be: what happens when VSD shrinks itself. The answer is that once WSD has 
shrunk, you can no Ionger call 'DOS* from BASIC. Also VSD can no ionger automatically relocate itself 
to try to accomodate the Ioading of a binary load file. If you try to call 'DOS* from BASIC after a WARP 

SHRINK then DOS is not called and the personal Computer retums to BASIC. 

WARP SHRINK MESSAGES 

There are three possibie VARP SHRINK messages; all have the form: cWARP shrink! 

The small "c“ character preceeding the "VARP shrink!" actually represents one of three possibilities, The 
first possibility is a blank (space) character. The warp shrink message preceeded by the blank space 

means that WSD has shrunk to make room for a binary load. The second possibility is an inverse videcr 

capital "X" character. This message means that VSD has computed that even if WSD wouid shrink to its 
smaller size, the requested binary load file wouid still not fit in memory with VSD. In this case VSD 
does not shrink itself and Ioading of the load file is aborted. The third possibility is an inverse Video 
capital "A" character. This means that VSD was told to always shrink itself upon initial boot up, and 
this shrink Operation has just taken place. This is seiected when you answer M Y M to the question 
"PRESS Y FOR AUTO VARP SHRINK". This is only asked when you first load the VARPD05.BIN file to 
install it. 


GETTING THINGS TO FIT - COMPATIBILITY 

The Standard non-shrunk size of VSD is about 1260 bytes compared to 2200 bytes for rev 5. The shrunk 
size of WSD is about 750 bytes compared to 850 bytes for rev 5. This difference in size is due to the 
removal cf the VSD automatic relocation program from the personal Computer memory when VSD has shrunk 
itself. 

The size difference (500 bytes for rev 7 >is large enough to have many binary load files not fit (they load 
too low in memory) unless VSD is shrunk. There may also be many BASIC programs which use most of 
the personal Computer memory and will require that the VSD shrink itself in ordet to have that program 
run. Automatic warp shrink must be used in this case. 

TURN OFF THE ATARI 850 INTERFACE! 

The average user will find that many binary load files will run compatibly with VSD if they simply do not 
allow the interface to boot itself during the initial personal Computer loadup. Usually the 850 interface 
is booted by a short AUTORUN.SYS file. The memory used by the 850 interface support Code does not 
conflict with the memory used by WSD since both of these modules relocate themselves into the next 
available LOMEM area. The memory needed by both the 850 support code and VSD does however add up, 
and by not booting the interface you might leave sufficient room for the program you wouid Iike to 
execute. 

You may inhibit the 850 interface from booting and taking up memory if you either 1) tum off the interface 
during initial personal Computer bootup, or 2) delete or rename the AUTORUN.SYS file that boots the 
interface. Note that if the interface is not booted only the M R: n serial port device will not be available. 
The printer will still work as soon as the 850 interface is turned back on. 

AUTOMATIC WARP SHRINK 

Vhen instalüng the "VARPDOS.BIN" binary load file, the user is asked to "PRESS Y FOR AUTO SHRINK". 
If you press H Y' f at this point, and then write DOS files, the disk you create will cause an automatic 
shrink of VSD on boot up. This is usefuil for running large programs in BASIC, or for some binary load 
files. You might as well delete the UDP SYS file from this disk since the disk Utilities package cannot 
ever be called from a disk that has automatic warp shrink. 

AUTOC000 MODULE - PURPOSE & FUNCTION 

The AUTOCOOO module is an AUTORUN.SYS file, for use with the BASIC cartridge and VARP SPEED DOS, 
on ATARI 400 and 800 Computers that have a 52K memory System. A MOSAIC RAMDISK may Iook Iike a 52K 
memory System. Although the XL and XE Computers have 64K or 128K of memory, they do not have a $CQ0Q 
page of memory available unless a translator or special OS ROM is used, so they usually cannot be used 
with AUTOCOOO. 

This autorun file relocates VSD, and the ATARI 850 interface handler program to the SCD0Q memory area 
above the address space occupied by the BASIC cartridge. This frees up the ram space that both WSD 
and 850 handler use in the LOMEM area. This actually gives the user more ram space for BASIC programs 
than was originally available with the 850 handler in LOMEM without VARP SPEED DOS. (continued) 
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AUTOCOOO PURPOSE & FUNCTION continued 

Vith a cartridge inserted, such as BASIC, the $CQÖQ to SCFFF memory space (on personal Computers that 
have it) is not normaily used at all; it is wasted! This mmmory space is now fully utilized by the 
AUTOCOOÖ file. In addition there is sufficient room to ailow the Video display screen memory for 
graphics modes ö thru 5 to reside in the uppermost area of the $C000-$CFFF memory space along with the 
VSD and 850 handler. Moving the Video display memory can be done by executing a "POKE 106,208" and 
then executing a "GRAPHICS n". If you look at the "FRE (0)" memory space, this is misleading and care 
must be taken in this case. The indication is that you have gained about 12K of memory since the space 
occupied by the BASIC cartridge ROM lies between the actual top of RAM and the Video display memory, 
and this space cannot be utilired as RAM. The actual gain is only about 1K, and BASIC will attempt to 
use its own memory space thinking this is ram, so the user must take care to oniy use about 1K more 
memory after doing this. 


US ING AUTOCOOO .AUT 

The file AUTOCOOO.AUT must be renamed to AUTORUN.SYS to use this feature. You may append other 
existing AUTORUN.SYS binary load files to the end of AUTOCOOO.AUT to have the execution continue with 
other AUTORUN functions, since the AUTOCOOO . AUT does not contain a RUN address . 

The AUTOCOOO program also causes an AUTOMATIC WARP SHRINK (see that section) so you caimot call DOS 
from BASIC if AUTOCOOO has executed. Once AUTOCOOO has executed correctly, the message "WARP 
shrink to SCOOO complete" will appear. The relocate, WARP shrink, and 850 interface boot functions of 
the AUTOCOOO program may be overriden while a disk is booting by holding down the OPTION button while 
the AUTORUN.SYS file is executing. This will ailow DOS to be called from BASIC and the 850 interface 
handler will not boot, and presents a convenient way to call the DOS menu without changing disks. 
NOTE to GMNIMON users: OPTION need only be pressed after the disk has started booting. This 
prevents accidentaily entering OMNIMON (trademark CDY Consulting). 

AUTOCOOO ERROR CONDITIONS AND CAUSES 

ERROR #0 is caused by not having the $C000 to SCFFF memory available. ERROR il is caused by an 
attempt to load AUTOCOOO as a binary load file rather than as an AUTORUN.SYS files as is required. 
ERROR #2 happens either when VSD is not installed or when WSD has been installed with AUTOMATIC 
WARP SHRINK seiected, which is not allowed. ERROR #3 happens when the WSD currently installed does 
not match the allowable Version for this AUTOCOOO module. This should not occur since the rev 5 and 
rev 7 AUTOCOOO modules are both compatible with rev 5 and rev 7 WSD. 


BACK UP THE WARP SPEED SOFTWARE DISK 

It would be foolish to have the best backup System (HAPPY‘s> for your Atari and not backup the Software 
that makes this possible. You can and should backup your WARP SPEED SOFTWARE DISK with either the 
normal (non PDB) mode of HAPPY BACKUP, or MULTI DRIVE PROGRAM (use DOS MODE = M YES*),or the 
SECTOR COPIER, or WARP SPEED DOS, or just Standard Atari DOS 2.0s (use the "J" duplicate disk menu 
item with DOSes). With all of these methods available to you, HAPPY COMPUTERS feels justified in 
charging you the current revision Charge to replace a WARP SPEED SOFTWARE disk that has become 
defective at any time after you have had the opportunity to back it up. Make this your first disk to back 
up! 


SLOW/FAST SWITCH 

The 810 HAPPY ENHANCEMENT that is compatible with rev 7 Software, (older 810s may need an Upgrade) 
can have a SLOW/FAST switch Option that works like the SLOW/FAST switch on the 1050 CONTROLLER. 
1050 owners note that you cannot do this without the extra circuitry of the CONTROLLER. 810 owners 
note that there is no Provision in the 810 HAPPY to control the disk drive write protect System as the 
1050 CONTROLLER provides. There is documentation in our technical manual on how to install a write 
protect switch on the 810 that does not interfere with the HAPPY 810's disk change sensing System which 
can probably be used with an existing write enable switch if you have one already installed. 

For the 810 SLOW/FAST switch, a single pole single throw toggle switch is sufficient. Both wires from 
the switch connect to the 6532 IC at location A104 on the 810 side board; which is the 40 pin IC most 
toward the rear end of the side board. Don't worry if its not marked 6532 as it may have an ATARI part 
number on it. One wire connects to pin 11, the other wire connects to pin 13. Any wattage resistor 
between 4700 ohms and 20,000 ohms (any tolerance) should be connected between pin 6532 pin 13 and 6532 
pin 1. If you have the AUTOSPEED MOD you will need to remove it and readjust your disk drive RPM. 
With the switch open pin, 11 of the 6532 connects to nothing and pin 13 of the 6532 connects to the 
added resistor which has its other side connected to pin 1 of the 6532. This is FAST mode (switch is 
open Circuit) and is the same as having no switch. Vith the switch closed, pin 11 and 13 of the 6532 
connect together and still connect to the resistor. The switch closed is the SLOW position. 

The switch can be aounted anywhere in the drive; keep the wire Iengths resonable. Since this 
modification requires soldering, it is best to let someone that has soae soldering experience with Circuit 
boards do the job. Don*t take the Chance of ruining your side board if you don‘t have experience. 
Foilow all customary anti-static handling procedures when handling and soldering the side board, to 
prevent costly damage! 
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WARRANTY & LI AB ILITY 


Weither HAPPY COMPUTERS, Inc. nor any dealer or distributor makes any warranty, expressed or implied, 
with respect to this manual or the WARP SPEED SOFTWARE disk Computer programs concerning their 
performance, quality, merchantability, or fitness for any purpose. It is the sole responsibility of the 
purchaser to determine the suitability of these products for any purpose. In no case will HAPPY 
COMPUTERS, Inc. be held liable for direct, indirect or incidental damages resuiting from any defect or 
omission in this manual, or the function of the WARP SPEED SOFTWARE programs disk, including but not 
limited to, any interruption of Service, loss of business, anticipated profit, or other consequential 
damages. The function of all our products is subject to change without notice. HAPPY COMPUTERS, 
Inc. has no responsibility to inform you of Updates or improvements. This warranty may be controlled by 
the Iaws of the state or country where purchase took piace. This warranty is not in lieu of any other 
warrantiss you may be entitled to. 

TECHNICAL INFORMATION 

With few exceptions, the following policy Statements presently hold. HAPPY COMPUTERS does not release 
source listings for any Computer prcgram on the WARP SPEED SOFTWARE disk except for the HEYSIO.UND 
orogram, nor does HAPPY COMPUTERS release source listings for the Computer programs contained on the 
HAPPY ENHANCEMENT Circuit board. . HAPPY COMPUTERS does not release any technicalHnformation 
concerning the functioning or capabilities or the programs on the WARP SPEED SOFTWARE' disk. HAPRY 
COMPUTERS does not release detaiied Information that wouid allow other persons to wrrte Computer 
programs to be executed by the ENHANCED disk drive. HAPPY COMPUTERS does not release Information 
concerning the copy protection methods used by Software Companies. 

Ue know the above Statements are slightly different from what you wouid like to hear. With so many 
people trying to rip* off our ideas, why should we provide them with Information to cut our own throats. 
Hopefully someday soon this Situation will change. Still there is a great deal of technicai Information 
we can provide you with, that extends beyond the scope of this USER's manual. HAPPY COMPUTERS has 
an ENHANCEMENT technicai Information manual that is continuously being expanded and improved. We 
will seil this manual to any Tegistered ENHACEMENT owner at the current going price. See the area 
below; 0 STA IN INC INFORMATION. 

OBTAININC INFORMATION 

For inforraation on the current puee, deiivery, arft^Teatures included on any Upgrade, new backup 
capability, or technicai manual, call our Information machine at (408) 778-6092. Please do not call our 
Office directly for this Information You may also send us a 4 inch by 9.5 inch seif addressed stamped 
enveiope to request this Information. ^ 

UPDATES TO OUR PRODUCT 

With our mailing list becoming so large, it has become too expensive to send notices each time we have an 
Upgrade. A significant Upgrade or update may warrant such a mailing. See OBTAINING INFORMATION. 

PROBLEMS COPYING DTSK5 — AND OTHER PROBLEMS 

Ee sure that you have checked our PDS copying capability, and exhausted all other methods If you 
cannot make a copy, it is possible that the problem is unique ta some Hardware problem in your System. 
If you need to report a problem, see OBTAINING INFORMATION. Please send us all pertinent 
information including which Computer and disk drive you are using, which version of WARP SPEED 
SOFTWARE you are using, the version, name and publisher of the program you are having troubie with, 
and what methods you have already tried HAPPY COMPUTERS may not be able to respond if you do not 
send adequate Information HAFFY COMPUTERS can only heip you in Problems connected with running or 
copying original disks, not copies. If you need to send us a disk for our examination and want to get 
the disk back you must send us $5.00 for return addresses inside the Continental USA, and $10:00 for 
return addresses outside the Continental USA to cover our return costs. 

CHANGE OF ADDRESS 

If you change ycur address, you must send us your old address and your new address in writing; do not 
call in this information We can only respond to written change of address requests 1 

TECHNICAL PHONE HELP 

Vhenever possible, HAPPY COMPUTERS will provide any heip we can over the telephone to assist you in 
technicai probisms you have in using our products. We ask that you do not call for technicai heip 
regarding a problem backing up a specific disk. See the section PROBLEMS above. If we allowed this, 
each time a new disk came out we. wouid be so busy answering the phone we wouid not have time to 
update our product! Please do not attempt tq^reach our Office staff to ask questions using our toll free 
crder Iine, each call costs us a !ot of money and that line does not connect you with our Office. 

OTHER PROGRAMS ON THE WARP SPEED SOFTWARE DISK 

The WARPDOS 3IN and AUTÖC00Q.AUT programs are documented elsewhere in this manual. The 
HP YSI0. UND file is an assembly ianguage source file that has the documentation for its use at the 
beginn in g of the source fiie. You can copy this program to S: to see the documentation, get ready to hit 
CNTRL-i when doing sc. The HZPFIXR7.BAS is a BASIC program, run it from BASIC to find out what it 
does The HZPFIXR7 DAT is data for the BAS program and requires no user access. 
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